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The Gold Seal is your assurance that every 
Gold Seal product is manufactured to the 
highest possible standards of quality. 


display is located in the National Housing 
Center in Washington, D. C. 


Congoleum-Nairn Inc. is a member of the 
Producers’ Council, Inc: 





A Gold Seal Architectural display is main- 
tained at the Architect Sample Corp., 101 Park 
Ave., New York City .. . A Gold Seal Builder 


Co-sponsor with leading manufacturers of 
Home Improvement Council. 





TRADE-MARKS 


The terms “Gold Seal,” “Congoleum,” ‘‘Congowall,” “‘Nairon,” “Brushwood,” ‘“‘Nairn,”’ 
“Berylstone,” ‘“‘Treadlite,” ‘‘Veltone,” “Sequin,” ‘‘Nairontop,” ‘“‘SuperFlex,” “Duplex,” 
“Three-Twenty,” are all registered trade-marks of Congoleum-Nairn Inc. Other. famous 
Congoleum-Nairn trademarks used in this book are ‘“‘Vinylbest,” ‘‘ClearCushion,” “Sun- 
Ray,” “Design X,”’ “Glitter,” “‘Skytone,” “Viscount,” ‘‘Venetian,”’ “Static Conductive,”’ 
& ‘“WoodHues.”’ They are your positive assurance that the products they identify are 
manufactured to the highest possible standards of quality. 
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GOLD SEAL FLOORS AND WALLS 


New colors, new designs and new products are featured in 
the Gold Seal line. On these pages you will find the most 
complete range of resilient floor, wall and countertop cov- 
erings in the industry — each product designed to do a 
specific job and to do it well. All of these products can be 
permanently installed. They fully meet FHA Title require- 








ments. Architects are cordially invited to visit the Gold 
Seal Commercial Center at the Merchandise Mart, Chicago 

. as well as the other Gold Seal Showrooms at 295 Fifth 
Avenue, New York and 1355 Market Street, San Francisco. 
The location of our district offices appears on the inside 
back cover. 
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PATTERNS SPECIFICATIONS. FEDERAL 
PRODUCT SEC. Il SEC. I GAUGE SPECIFICATIONS 
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.070” LLL-F-471 & Amend. #1 





Type 1, Class A, Grade C 








GOLD SEAL INLAID LINOLEUM 
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1%” Veltone 18a he 19a 125” Lhe e367 
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1%” Gauge (Polished) ! 20a ba None 








1%” Gauge (Polished) 20a .250 MIL-C-15116B 





SECTION I 

















Many factors such as cost, color and design, degree of 
resiliency, etc. enter into making the best choice of a 
resilient floor. One of the most important factors—and 
properly the first to be considered—is the relation of the 
sub-floor to ground level or grade. Hence, floors are com- 
monly classified as below, on, or above grade. 


BELOW-GRADE 


A typical example is the concrete basement floor. Such floors 
are in contact with the earth and subject to a destructive 
alkaline moisture condition at the surface. This is caused 
by ground moisture combining with alkaline salts in the 
concrete as it works its way upward. In such cases, special 
resilient floors and adhesives designed for the purpose should 
be used. Specify Gold Seal Nairon Custom Tile, Gold Seal 
Vinylbest Tile, Gold Seal Asphalt Tile. 


ON-GRADE 


This is a concrete slab laid at ground level. It is very much 
in evidence today in modern ranch-type homes and base- 
mentless schools and business establishments. Although alka- 
line moisture is not as prevalent here as with below-grade 
floors, it is still a possible hazard. Specify Gold Seal Nairon 
Custom Tile, Gold Seal Nairon Standard Tile, Gold Seal 
Vinylbest Tile, Gold Seal Rubber Tile, Gold Seal Cork Tile, 
Gold Seal Asphalt Tile. 


ABOVE-GRADE 


Typically a floor of wood or concrete suspended over a venti- 
lated air space. Here moisture is no problem. Of course the 
floor surface should be smooth, dry and clean. Suspended 
concrete floors may be either standard construction, finished 
with a smooth cement topping; or solid slab construction, 
which should be smooth troweled (not float finished.) For 
above-grade wood or concrete floors, specify Gold Seal 
Linoleum Yard Goods and Tile, Gold Seal Nairon Custom 
Tile, Gold Seal Nairon Deluxe, Yard Goods, Gold Seal 
Nairon Standard Yard Goods and Tile, Gold Seal Vinylbest 
Tile, Gold Seal Rubber Tile, Gola Seal Cork Tile, Gold Seal 
Asphalt Tile. 


© Resiliency 


® Gauge 
® Costs 


and Alkalies 


® Light Reflectance and Gloss 
® Thermo-Conductivity 
© Dimensional Stability © Electrical Conductivity 


RESILIENCY 


One of the most important features to 
consider when selecting flooring is re- 
siliency. Basically, resiliency is made 
up of two factors: 


1. The ability of the materials to 
“sive” under impact and loads. 


2. The ability of the material to 
“recover” or return toward its 
original shape after the load is 
removed. 


Tests were conducted in the Gold Seal 
Research Laboratory to determine the 
relative resiliency of rubber, %” lino- 
leum, Nairon Custom, Vinylbest and 
asphalt floorings. In the “Initial Indent 
Test” rubber, Cork Tile, %” linoleum, 
Nairon Custom, and Nairon Plastics 
“gave” under the load, while the harder 
Vinylbest, and asphalt gave relatively 
little. That means rubber, 4%” linoleum, 
and Nairon Custom provide for greater 
comfort, safety, and quietness underfoot. 


Testing these materials to determine 
“residual indentation” (one minute after 
the load was removed) showed that 
rubber and 1%” linoleum also have su- 
perior “recovery.” Rubber recovered 
93%, Cork 86%, '%” linoleum 82% of its 
initial indent, Nairon Custom recovered 
69%, Nairon Plastics 57%, and Viny]l- 
best gave back 33%. Asphalt Tile, when 
subjected to heavy loads, shows virtu- 


® Resistance to Grease 





® Service Life 

® Ease of Maintenance 
and Repair 

® Moisture Problems 

© Adhesives 


ally no recovery. On both counts—“give” 
and “recovery’—rubber, cork and %” 
linoleum excelled. 


Resiliency and Quietness 


The architect should also keep in mind 
that floors play an important part in 
the acoustics of rooms and corridors. 
Walking on floors generate sound 
in direct proportion to their hardness. 
For example, long corridors can create 
considerable noise due to echoes if a 
hard finish floor such as wood or ter- 
razzo is installed. Accordingly it would 
be wise to specify the most resilient 
floor possible to help prevent noise 
rather than rely on expensive acoustical 
ceiling treatments to remedy it. Too 
often a low-cost hard floor has been 
specified to effect a saving, and then 
the noise from foot traffic was found to 
be excessive. This is then corrected at 
additional expense, by installing acous- 
tical tile on the ceiling. Obviously, over- 
all cost would have been lower if a more 
resilient floor had been installed in the 
first place. 


As there are degrees of resiliency in re- 
silient floors, so are there degrees of 
quietness underfoot. Here are compara- 
tive sound absorption ratings for resili- 
ent floor products: Excellent — Cork 
Tile, Rubber Tile; Good — Linoleum, 
Felt-Backed Plastic, Homogenous Plas- 
tic; Poor — Asphalt Tile, Vinyl-Asbes- 
tos Tile. 





GAUGE 


Under equal conditions of service and 
maintenance heavier gauge resilient 
floors will give longer wear. Indeed, in 
the early days of resilient flooring, 
gauge was considered all-important. 
Products were much thicker than they 
are now. For example, “Battleship” 
linoleum called for 346” gauge, or thicker. 
Actually it was even made in 4”, and 
even 8mm (0.315”) to special order. 


Now, however, due to modern, highly 
developed manufacturing methods and 
new and improved materials, resilient 
flooring can offer much greater wear re- 
sistance. Gauges, once regarded as too 
“light” are now considered completely 
satisfactory for most residential and 
commercial installations. In addition 
the trend of the times toward frequent 
redecorating has made durability a less 
important feature. 


Of course gauge affects more than just 
service life. It influences appearance 


GAUGE CHART 


Gold Seal Products 
LINOLEUM - BURLAP BACK 


LINOLEUM - FELT BACK-Std. gauge 
(Yd. Gds. & Tile) 


LINOLEUM - FELT BACK-Lt. gauge 
(Yd. Gds. & Tile) 


NAIRON CUSTOM TILE 
NAIRON DELUXE 


NAIRON STD. 
(Yd. Gds. & Tile) 


12 


NAIRONTOP 


VINYLBEST TILE LADS 


CORK TILE 187” 


RUBBER TILE 125% 


ASPHALT TILE Leis 


and comfort too. The thicker the floor, 
the more effective it is in hiding sub- 
floor irregularities and the more hand- 
some it appears. Greater thickness also 
means greater resiliency which increases 
quiet and comfort underfoot. 


Gauge Selection 


When selecting smooth surface floors 
specify light and standard gauges for 
light service areas only. Heavy gauge 
is required for most commercial instal- 
lations because such floors are usually 
subject to concentrated traffic. 


Because of the superior wear resistance 
of modern plastic materials, plastic 
floors can be made in thinner gauges, 
with durability that compares with lin- 
oleum in thicker gauges. A good ex- 
ample is Gold Seal Nairon Standard 
Plastic which equals the wear of heavier 
gauge Gold Seal standard gauge lino- 
leum. 


.090” 
.070” 
5” and .080” .125” and .080” 
OTD 
.063” 
.063” .063” 


and .063” .125” and .063” 


and .125” 1Sieand: 2b" 


and .080” 125” and .080” 


and .125” aR 
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COSTS 


The installed cost of resilient floors 
varies widely. Of the many factors in- 
volved, price of the material is one of 
the most important. Material costs 
cover a wide range in accordance with 
the many types of products available 
—from asphalt tile to full-thick plastics. 


However, initial cost should not be the 
determining factor when considering 
cost of a floor. Cost per year—the total 
of all costs averaged out over the serv- 
ice life of the floor—gives a truer pic- 
ture. Thus, while asphalt tile always 
shows the lowest initial cost, its cost 


per year is otten greater than that of 
higher priced products. 


Gauge has direct bearing on the price 
of a resilient floor product. The thicker 
the gauge, the higher the price. Color 
and styling govern the cost, too. The 
lighter colors and more highly styled 
designs generally are in the higher price 
groups. And of course, it costs more to 
install personalized designs, detailed in- 
serts, etc. 


The chart below is a convenient guide 
to estimating installed prices of Gold 
Seal floors: 


APPROXIMATE INSTALLED PRICES OF GOLD SEAL FLOORS 


PRICE PER SQ. FT, PRODUCT 


Nairon Custom Tile—%” Gauge—Venetian (HOMOGENOUS) 
Nairon Custom Tile (Designer Colors) —%” Gauge—Sequin 
Nairon Custom Tile (Std. Colors) —%%” Gauge—Sequin 
Nairon Custom Tile—s” Gauge—Marble ., SyESTGNER & Rs) 
Nairon Custom Tile (Designer Colors) —.080” Gauge—Sequin 


Nairon Custom Tile (Std. Colors) —.080” Gauge—Sequin 


(DESIGNER & 


Nairon Custom Tile—.080” Gauge—Marble gsranpARD COLORS) 


$1.10 —$1.35 
85 — 1.00 
80 — .95 
.70 — .80 
75 —  .85 
65 — .75 
60 — .75 Cork Tile—*44” Gauge 
55 — .65 Rubber Tile—” Gauge 
53 — .65 Cork Tile—%” Gauge 
55 — .70 
A5 — .00 Rubber Tile—.080” Gauge 
44 — .52 Nairon Deluxe (viNyL) 
42 — .60 Vinyl Asbestos Tile—'e” Gauge 


(CHART CONTINUED) 


PRICE PER SQ. FT. PRODUCT 


Nairon Standard—.063” Gauge ; 
(Use same prices for Nairon Standard Gauge Tile) 


Linoleum—Standard Gauge—Sequin, 


Nairon Std. Berylstone Yd. Goods & Tile (vinyL) 


Linoleum—Std. Gauge—Design X, Glitter, Skytone, Sunray, 


(VINYL) 


Linoleum—'%” Gauge—Battleship 
Asphalt Tile—*4.” Gauge—D Group 
Asphalt Tile—34,” Gauge—C Group 


_ Linoleum—Lt. Gauge—Sunray, Skytone, Wood Hues Tile or 


Vinyl Asbestos Tile—4¢” Gauge 
Asphalt Tile—4.” Gauge—A & B Groups 
Asphalt Tile—*” Gauge—D Group 


Asphalt Tile—4*” Gauge—C Group 


$.36 — .45 
36 — .45 Linoleum—%” Gauge—Sequin 
34 — 43 
33 — .40 Linoleum—'%” Gauge—Veltone 
Big ee Wood Hues Tile 
32 — .40 
32 — .38 
32 — .35 
28 — .32 
26 — .43 rede 
25 — 34 
2 2A 
22 — .25 
19 — 22 | 
17 — .20 


The above prices are average minimum 
and maximum, based on quantities of 
20 to 100 square yards in household 
commodities, Standard and Light 
Gauge Linoleum, Nairon Standard and 
Nairon Deluxe. On commercial items, 
4%” linoleum, Nairon Custom, Rubber, 
Cork, Asphalt and Vinyl Asbestos Tile, 
quantities are 5000 square feet or more. 


Prices are all based on installation, sin- 
gle cement, over concrete underfloors. 


Asphalt Tile—%” Gauge—A and B Groups 


For installation over strip wood under- 
floors where lining felt and extra ad- 
hesive are required, add 3 cents per 
square foot. 


All prices furnished are based on cost, 
plus profit, contract basis, including 
labor, adhesives, freight and handling. 
These selling prices are unrelated to 
retail selling prices where full markup 
is included. 





DIMENSIONAL STABILITY 


Dimensional stability is that character- 
istic of a floor covering product that 
enables it to retain its original size 
without any appreciable expansion or 
shrinkage in use. The degree to which 
this property is present is not a matter 
of concern with linoleum, rubber and as- 









*GOLD SEAL NAIRON CUSTOM 


ee 
moe | we |e 


phalt floors, but should be checked 
when specifying products in the vinyl 
plastic family. The following table lists 
the latest Dimensional Stability Test 
results of the leading %” homogeneous 
plastic tile products. (tests in accor- 
dance with Fed. Spec. L-T-751). 











*Gold Seal Nairon Custom meets Federal Specification L-T-751. 


RESISTANCE TO GREASE AND ALKALIES 


Resilient floors can encounter grease and alkalies from these three sources: 


1. A common source is accidental spill- 
age of liquids or solids containing 
grease or alkali. In this case, where 
contact with the floor is usually brief 
due to prompt clean-up of spills, dam- 
age to the floor is minimized or com- 
pletely eliminated. Of course, if the 
floor has been properly maintained 
with a wax film over the surface, spills 
are removed so much easier and so 
much more completely. 


2. A greater problem occurs where there 


is a slow accumulation of grease or 
alkali on the floor over’an extended 
period of time. This can happen in a 
kitchen where there is entrainment of 
cooking vapors on the floor. Another 
cause is faulty maintenance: where 
cleaning materials are not properly re- 
moved by adequate rinsing; or where 
the wrong cleaning materials are used. 


3. Themostserious alkali problem is alka- 
line moisture in on-grade and below- 
grade concrete slabs. To solve it satis- 


factorily the architect should insist 
upon the following: 

a) Selection of a product that gives 
adequate resistance to alkaline 
moisture. 

b) Installation according to specifi- 
cations for materials and proce- 
dure. 


Knowing the sub-floor and the projected 
usage for the finished floor, the architect 
can easily specify the product that will 
give the most satisfactory service under 
any or all of these three conditions. The 
chart below tells at a glance the relative 
resistance ratings of Gold Seal products. 


RESISTANCE RATINGS OF GOLD SEAL FLOORS 
TO GREASE e ALKALIES e ACIDS AND SOLVENTS 


MATERIAL 


GOOD 


LINOLEUM 


PLASTICS EXCELLENT | EXCELLENT 





GREASE ALKALI ACIDS SOLVENTS 


GOOD GOOD 
EXCELLENT |) EXCELLENT 


VINYLBEST | EXCELLENT | EXCELLENT | EXCELLENT | EXCELLENT 


LIGHT REFLECTANCE 


AND GLOSS 


The properties of light reflectance and 
gloss have become increasingly more im- 
portant to the architect with the advent 
of new surface treatments and the trend 
toward lighter, brighter colorations in 
today’s construction boom. 


The term light reflectance is defined as the 
percentage of total light falling on a sur- 
face which is reflected back to the eye 
of the observer. Reflectance of Gold Seal 
resilient floors, as measured by the Hunter 
Multi-Purpose Reflectometer using a 
standard light source, is not influenced by 
the nature (smoothness) of the surface 
but is dependent upon color of the sur- 
face. Pure white, the highest reflective 
value, is rated 100; pure black, the lowest 
reflective value, is rated zero. Reflectance 
thus refers to the lightness or darkness of 
any given color or combination of colors 
having specific reflective values falling be- 
tween the extremes of black and white. 


Obviously, the reflectance of marble or 
multi-colored patterns will vary depend- 
ing upon the distribution and amount of 
the different decorative colors falling with- 
in the area of measurement. The reflect- 
ance values listed on pages 12 and 13 are 
average values over areas representative 
of the average color in the pattern tested. 


Gloss is a particular kind of reflectance 
measurement (sometimes referred to as 
“specular reflectance”) and is defined as 
the percentage of total light falling on a 
surface which is reflected back to the eye 
of the observer, providing the angle from 
which the measurement is made is exactly 
equal to the angle of incident light. 


In Fig. 1, we show that reflectance is in- 
fluenced by color only and is independent 
upon surface smoothness. Conversely, Fig. 
2 illustrates that gloss depends entirely 
on surface smoothness. 


Fig. 1 
Reflectance 


high 
lamp refl. 
low 
refl. 


Surface dark, Surface dark, Surface light, Surface light, 
Smooth Rough Smooth Rough 


lamp 


high 
gloss 
low 
gloss 


Surface dark, Surface dark, Surface light, Surface light, 
Smooth Rough Smooth Rough 













GLOSS RATINGS OF 
GOLD SEAL RESILIENT FLOORS 


GLOSS GLOSS 
BRO DUCT FACTOR* ERO UGal FACTOR* 


*The higher the number, the higher the gloss. 













Percent 
of Light 
Reflectance 


Over 60 


60 -50 


50 -45 


45 - 40 


40 -35 


35 - 30 


30-25 


25 -20 


20-15 


15-10 


10-05 


05-00 


LINOLEUM 





COMM'L—1/8" ga. RESIDENTIAL—STD. & LT. GAUGE 





307 


300 
301 
303 


BURLAP BACK FELT BACK 





BATTLESHIP 


oS 


SUNRAY 
GLITTER 
SKYTONE 


Vv903 
V943 
V974 


V968 


VINYLBEST 


COMMERCIAL 


AND RESIDENTIAL 






VA13,16 
VA21 


VA679 
VA680 





VAI7, 18 
25,619 
676, 677 
681 





BRUSHWOOD 


VA503 
VA504 
VA500 
VA501 





PLASTIC—FULL THICK 


COMM'L AND RESIDENTIAL 
1/8"" AND .080"' GAUGE 
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5113, 5114 5505 
5108, 5201 5553 
5116 5554 
5550 
5012, 5100 
5111, 5119 
5115 
5510 


5003, 5101 5551 
5105, 5118 





PLASTIC 


FELT BACK RESIDENTIAL 


NAIRON DELUXE 


6006 
6009 
6010 


6008 


6005 


6001 
6003 


6007 


6000 


NAIRON STANDARD 


BERYLSTONE 
NAIRON STANDARD 


YARD GOODS & TILE 


NAIRONTOP 
INCLUDING 
VISCOUNT 





NP 
oo 
be | 
CN mt 


2001 
(PTO1) 

2006 
(PT06) 


2072 PT38 

2073 

2078 2009 
(PTO9) 


2050 
(PT50) 





2070 2023 
(PT23) 


3017 





RUBBER 


COMMERCIAL 


HR226 
HR247 
HR250 


AND RESIDENTIAL 





HR252 
HR255 
HR259 








CORK 


COMMERCIAL 
AND RESIDENTIAL 





LIGHT TONES 


MEDIUM TONES 
DARK TONES 


ASPHALT 


COMMERCIAL 
AND RESIDENTIAL 








C431 
D414 


B405 


ao 
be 
w 
NS 


C440 


CORK 


BC-6 
BC-16 


e 
Qa 
ro) 


BC-14 


BULLETIN BOARD DESK TOP 


LINOLEUM 





Percent 
of Light 
Reflectance 


Over 60 


60 - 50 


50-45 


45 - 40 


40-35 


35-30 


30-25 


25-20 


20-15 


15-10 


10-05 


05-00 


LINOLEUM 
Vg" SEQUIN 

300 — Grey 
301 — Green 
302 — White 
303 — Lt. Grey 
304 — Mocha 
305 — Brown 


306 — Beige Multi 
307 — White w/Black 


Vg‘’ VELTONE 
V903 — Pompeian Grey 
V914 — Dawn Grey 
V927 — Spicewood 
V943 — Bermuda Grey 


V959 — Black 
V968 — Dark Brown 
V974 — Grey 
V980 — White 
V999 — Green 
Ye" JASPE 
1253 — Tan 
1255 — Grey 
Vg" STATIC CONDUCTIVE 
CL5U — Black 
CL5G — Black 
Ye‘ BATTLESHIP 
1000 — Brown 
1001 — Green 
1002 — Terra Cotta 
1003 — Grey 
1004 — Chocolate Brown 
1005 — Black 
DESK TOP 


1701F — Brown 
1702F — Olive Green 
1705F — Dark Green 
1707F — Grey 

1723 — Light Grey 
1724 — Slate Grey 
1726 — Green 

1729 — Desert Sand 
1730 — Java Brown 


STD. GAUGE DESIGN “X” 


T101 — Tan 

T102 — Beige 
T103 — White 
T104 — Grey 


T105 — Turquoise 
T106 — Charcoal 


T107 — Green 
T108 — Mocha 
T109 — Sand 


T110 — Driftwood 


STD. GAUGE SUNRAY 
E601 — Beige 
E602 — White Multi 
E603 — Grey Multi 
E604 — Sage Green 
E605 — Grey 
E606 — Rose Beige 
E607 — Chocolate 
E410 — Copper 


E411 — Bisque 
E412 — Gold 

STD. GAUGE GLITTER 
1400 — Mocha 
1401 — Tan 


1402 — Lt. Grey 
1403 — Dark Grey 


1404 — White 

1405 — Beige 

1406 — Bisque 

1407 — White w/copper 
1408 — Spice 


STD. GAUGE SEQUIN 
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COLOR NAMES OF GOLD SEAL PATTERNS 


STD. 


STD. 


STD. 


722 — Mist Green 
726 — Lt. Grey 
727 — White 

730 — Beige Multi 
737 — Grey Multi 
742 — Sandalwood 


GAUGE WOOD HUES 


CC6 — Shell Beige 
CC8 — Spice Brown 


GAUGE SKYTONE 
1450 — Sandalwood 
1451 — Grey 
1452 — Beige 


1453 — Copper 
1454 — Spicewood 


GAUGE PLAIN 
1605 — Black 
1627 — Crimson 


NAIRON CUSTOM 


“VENETIAN” 

5251 — Grey 

5252 — Charcoal & Pink 
5253 — Green 

5254 — Beige 

5255 — Taupe 

5256 — Fawn 

5257 — Acacia 


5258 — Alabaster 
5259 — Nougat 


“SEQUIN” 
DESIGNER 
5200 — Black 
5201 — White 
5100 — Cucumber 
5101 — Flame 


5102 — Carnation 
5105 — Turquoise 
5106 — Orchid Mist 


5108 — Taffy 

5110 — Bisque 

5111 — Gold 

5112 — Sandalwood 
5113 — Fawn 


5114 — White w/black 
5115 — Silver Grey 
5116 — White Mint 
5117 — Cinnamon 
5118 — Rosewood 
5119 — Mauve 

5120 — Cream 

5121 — Pearl Grey 


“SEQUIN” 
STANDARD 


5000 — Mocha 

5002 — Woodrose 
5003 — Almond Green 
5006 — Charcoal 
5007 — Ebony 

5008 — Taupe 

5009 — Slate Grey 
5010 — Birch Bark 
5011 — Onyx 

5012 — Butterscotch 


“MARBLE” 
DESIGNER 


5550 — White w/Black 
5551 — Turquoise 
5552 — Cream 

5553 — Taffy 

5554 — White Mint 


STANDARD 


5510 — Sandalwood 
5511 — Ebony 

5512 — Mocha 

5513 — Silver Grey 
5514 — Rosewood 


NAIRON DELUXE 


6000 — Greige 
6001 — Mocha 
6003 — Beige 
6005 — Grey 


6006 — White Multi 
6007 — Black & White 


6008 — Sand 
6009 — Green 
6010 — Gold 


6011 — White, Pink & Grey 


NAIRON STD. BERYLSTONE 


2070 — Charcoal 


2071 — White 
2072 — Lt. Grey 
2073 — Beige 
2074 — Mocha 


2075 — Woodtone 
2076 — White w/Black 
2077 — Green 

2078 — Blue 


NAIRON STD. 


PTO1 (2001) Windswept White 
PTO2 (3002) Caspian Yellow 
PT04 (2004) Atoll Green 

PT06 (2006) Sandbar 

PTO9 (2009) 

(3009) — Typhoon Grey 
PT10 (3000) — Hurricane Red 
PT17 (2017) 

(3017) — Spray Green 
PT19 (2019) — Seascape White 
PT23 (2023) 

(3023) — Caribbean Green 
PT24 (2024) — Charcoal & Pink 
PT38 (3038) — Warwick Tan 
PT40 — Cedar Brown 
PT50 (2050) — Mocha 


NAIRON STD. VISCOUNT 


3050 — Red 
3051 — Grey 
3052 — Beige 
3053 — Yellow 
3054 — Pink 
3055 — White 


VINYLBEST 


VA-11 — Midnight Black 
VA-12 — Penguin White 
VA-13 — Pearl Gray 
VA-14 — Smoke Gray 


VA-15 — Ivory 
VA-16 — Sandalwood 
VA-17 — Brown 
VA-18 — Copper 
VA-19 — Green 
VA-20 — Rose Mist 
VA-21 — Gold 
VA-22 — Blue 
VA-23 — Turquoise 
VA-24 — Bisque 
VA-25 — Mocha 


VA-612 — White Marble 
VA-611 — Black Marble 
VA-613 — Light Gray 
VA-616 — Beige 

VA-619 — Green 
VA-675 — Beige Multi 
VA-676 — Mocha Multi 
VA-677 — Red Multi 
VA-678 — Brown Multi 
VA-679 — White/Gray and Red 
VA-680 — White/Blue 
VA-681 — Gray Multi 
VA-682 — White Multi 


VINYLBEST—BRUSHWOOD 


VA500 — Dark Sand 

VA501 — Lt. Sand & Turquoise 
VA502 — Green 

VA503 — Woodtone 


VA504 — White Multi 
VA505 — Mocha 
VA506 — White & Grey 
VA507 — Grey Multi 
VA508 — Ivory 

VA509 — Terra Cotta 


CORK 


HR225 — Plain Black 
HR226 — Plain White 
HR240 — Black Marble 
HR241 — Yellow Marble 
HR242 — Grey Marble 
HR245 — Lavender Marble 
HR246 — Med. Green Marble 
HR247 — White w/Green 
HR250 — White Marble 
HR251 — Red Marble 
HR252 — Pink Marble 
HR254 — Greige Marble 
HR255 — Turquoise Marble 
HR256 — Coral Marble 
HR257 — Beige Marble 
HR258 — Brown Marble 
HR259 — White w/Mocha 
HR260 — Amber 

HR261 — Sage Green 
HR262 — Grey 

HR263 — Cedar 

HR264 — Manila 


Light Tones 
Medium Tones 
Dark Tones 


ASPHALT 


M-2 — Mahogany 
M-5 — Black 


MB-12 — Dark Red/White and Red 


MB-15 — Black/White 

MB-16 — Reddish Brown/White 
and Gold 

MB-19 — Black/White and Green 

MC-31 — Light Green/White and 
Dark Green 

MC-32 — Green/White 

MC-36 — Light Brown/Varied 
Mottling 

MC-39 — Sand/White and Brown 

MC-41 — Gray/White and Black 

MC-42 — Gray/White, Salmon 
and Black 

MC-43 — Red/White and Gold 

MD-70 — Cream/Red, Gold and 
Dark Brown 

MD-72 — White/Black and Red 

MD-74 — Bright Red/White 

MD-75 — Yellow/White and Red 

MD-76 — White/Green 

MD-80 — White/Black 


B-405 — Black 
B-415 — Black/White 
B-432 — Brown 
C-431 — Green 
C-439 — Tan 
C-440 — Charcoal 
C-441 — Gray 
D-412 — White 
D-413 — Pink 
D-414 — Red 
D-415 — Yellow 


D-490 — White/Black 


BULLETIN BOARD CORK 


BC2 — Toast Tan 
BC4 — Field Green 
BC6é — Beach Grey 
BC8 — Spray Green 
BC10 — Wheat Tan 
BC12 — Yellow Gold 
BC14 — Powder Blue 
BC16 — Dawn Pink 





THERMO-CONDOUCTIVITY 


In recent years radiant heating for 
modern homes, and commercial and 
institutional buildings has become in- 
creasingly popular. As a result, more 
and more architects are finding it nec- 
essary to know how resilient flooring 
materials will perform over heated sub- 


floors. This information can be summed 
up in the term “Thermo-Conductivity.” 
Thermo-Conductivity is defined as the 
rate of heat flow through a given ma- 
terial. The following table gives the 
Thermo-Conductivity of all Gold Seal 
floor covering products. 


THERMO-CONDUCTIVITY OF GOLD SEAL 
FLOOR COVERINGS 


Floor Covering 


CORK TILE 
CORK TILE 
NAIRON DELUXE 


Normal Thermo-Conductivity 
Thickness At This Thickness* * 


NAIRON STANDARD 
STD. GAUGE LINOLEUM 
BATTLESHIP LINOLEUM 


NAIRON CUSTOM 
NAIRON CUSTOM 
VINYLBEST TILE 
VINYLBEST TILE 
RUBBER TILE 
RUBBER TILE 
ASPHALT TILE 
ASPHALT TILE 





*K VALUE-B. T. U./hr./sq.ft/°F./1 inch thickness 


‘s+ Rol Us hr./sqit.7 Fb: 


For exact calculations, it should be 
kept in mind that the thermo conduc- 
tivity of floor materials will vary some- 
what according to type, color, and the 
method of application of the materials 
to the floor. In any case, where the 
thermo conductivity of a floor material 
is of special importance to an installa- 
tion, contact Architects’ Service Dept., 
Congoleum-Nairn Inc. for specific rec- 
ommendations. 


On the other hand those resilient floor 
products installed over floors without 
radiant heat have a warm or cool touch 
depending on their thermo-conduc- 
tivity. Gold Seal products are rated 
from the warmest to the coolest as fol- 
lows: Cork, Linoleum, Rubber, Plastic, 
Vinyl Asbestos, and Asphalt. 


Certain places, such as surgical wards, 
arsenals, and powder plants require 
electrically conductive floors to dissi- 
pate static electricity—a dangerous ex- 
plosive hazard. In this regard it is im- 
portant to note that in addition to the 
requirement for maximum resistance 
there is also a specified minimum resist- 
ance. This requirement is essential to 
protect personnel against shock which 





ELECTRICAL CONDUCTIVITY 


might be caused by the shorted flow of 
electricity from lighting or power cir- 
cuits. 


The architect has such a special prod- 
uct type at his disposal in famous Gold 
Seal Static-Conductive Linoleum. This 
exclusive conductive, non-sparking lino- 
leum product has been installed in hos- 
pitals all over the country. 


Gold Seal Static-Conductive Linoleum is made in two types: 


CL-5U—For hospitals. Approved by Underwriters’ Labora- 
tories, Inc. Meets the National Fire Protection Association 


requirements. 


CL-5G—For arsenals, powder plants and other commercial 
areas. Meets the specifications of the U.S. Ordinance De- 
partment Safety Bulletin for electrical conductivity. 








SERVICE LIFE 


The service life of a resilient floor de- 
pends upon conditions of installation, 
traffic and maintenance. The correctly 
specified floor that is properly installed 
and maintained and subject to normal 
traffic can provide outstanding wear. 


Many commercial linoleum installa- 
tions have stayed in service for over 30 
years. Holy Cross College, Worcester, 
Mass., has heavy-duty linoleum that’s 
still on the job after 54 years! It was 
originally installed in O’Kane Hall in 
1903. In 1938 it was taken up and re- 
installed on stair treads of the main 
staircase of the Administration and 


ABRASIVE WHEEL TEST PROVES GOLD 
SEAL “SEQUIN” LINOLEUM WILL “LOOK 
LIKE NEW” THROUGH LONG SERVICE 
LIFE. 


Test” area is the re- 
sult of applying the 


how it has worn well 
through the linoleum 
—and yet the pattern 
is still there as clear 
and sharp as ever! 
Compare it with the 
“Before Test’ area. 
You can’t tell the dif- 
ference! 





Gold Seal Products 
LINOLEUM—BURLAP BACK 


NAIRON CUSTOM TILE 
NAIRON DELUXE 

NAIRON STD. (Yd. Gds. & Tile) 
VINYLBEST TILE 

CORK TILE 

RUBBER TILE 

ASPHALT TILE 


The circular “After 


abrasive wheel to the 
“Sequin” sample. See 


Faculty Housing Building—a location 
that gets concentrated foot traffic daily. 
This linoleum installation averages out 
to an amazingly low cost of less than 
1¢ per square foot per year! 


In addition to utility over a long period 
of time resilient floors offer the added 
advantage of preserving their smooth- 
ness and beauty as long as they are on 
the floor. This is particularly true of 
Gold Seal Inlaid Linoleum products. 
Colors are inlaid clear through to the 
backing—so they “look like new” as 
they wear. 





Commercial Residential 


EXCELLENT |EXCELLENT 
LINOLEUM-FELT BACK (Yd. Gds. & Tile) Not Recommended | EXCELLENT 


EXCELLENT |EXCELLENT 
Not Recommended | EXCELLENT 
'Not Recommended | EXCELLENT 

EXCELLENT {EXCELLENT 

GOOD EXCELLENT 
GOOD EXCELLENT 
FAIR EXCELLENT 


One of the principal reasons for the 
growing popularity of resilient floors in 
residential, commercial and institu- 
tional buildings is ease of maintenance. 
With regular sweeping and occasional 
washing and waxing, resilient floors re- 
quire little more care. For exceptionally 
rugged maintenance problems select 
from the product types that give out- 
standing resistance to abrasion, mois- 
ture, chemicals and greases. 


Ease of maintenance provides savings in 


(A) Tile — Repairing a tile floor is 
merely a matter of replacing 
with whole tile sections. 





Since maintenance affects the cost of a 
floor over the years it follows that the 
product of lowest initial cost does not 
always afford the lowest cost per year. 


This consideration is of particular im- 
portance to the architect when he 
knows that a floor will be subject to 
excessive wear and possible damage. 


EASE OF MAINTENANCE AND REPAIRS 


labor and materials over other types of 
floors. And a resilient floor is never “out 
of service” for cleaning purposes—an im- 
portant factor in commercial, institu- 
tional and industrial installations. 


Resilient floors also have the advantage 
of being easier to repair. Should a sec- 
tion of floor be accidentally damaged, it 
can be replaced at much lower cost 
than would be possible with hard wood, 
terrazzo or carpet. This is true for both 
tiles and sheet goods: 


(B) Sheet Goods — The damaged 
area is cut out and replaced. 





Cut outs can be made in such a 
way that the joint is virtually 
indistinguishable. It is well to 
remember that if an area of a 
floor is to be exposed to prob- 
able damage, it is best to use 
darker colors in the patterns 
for they blend better, showing 
less contrast between new and 
old sections of the floor. 





MOISTURE PROBLEMS 


When specifying floor coverings the 
architect must consider three types of 
moisture conditions: 1) moisture in 


concrete subfloors 2) moisture with 
wood subfloors 3) surface moisture 


1. CONCRETE SUB-FLOORS 


Suspended concrete — No problem here 
if the concrete floor has been well dried. 
This is easily determined by testing.* 
Specify any of the following Gold Seal 
floors: Linoleum Yard Goods, Linoleum 
Tile, Nairon Custom Tile, Nairon De- 
Luxe yard goods, Nairon Standard Tile 
and yard goods, Vinylbest Tile, Rubber 
Tile, Cork Tile, Asphalt Tile. 


On-grade and below-grade concrete — 
Although these slabs may appear per- 
fectly dry at times, it must be presumed 
that they always contain moisture — for 
at some time during the year the 


ground in any area will be moist from 
rain. 


This moisture, when present, migrates 
upward through the slab and becomes 
alkaline by combining with alkaline 
salts in the concrete. Because of this 
the floor covering and adhesive must 
have excellent resistance to moisture 
and alkaline chemicals. On below-grade 
floors specify Gold Seal Nairon Custom 
Tile, Gold Seal Vinylbest Tile, or Gold 
Seal Asphalt Tile. For on-grade floors 
specify any of the following Gold Seal 
Tiles: Nairon Custom, Nairon Stand- 
ard, Vinylbest, Rubber, Cork, and 
Asphalt. 


2. WOOD SUB-FLOORS 


All wood floors must be suspended to 
give satisfactory performance. When 
suspended over a living area, there is 
no moisture problem. A crawl space un- 
der a wood floor must be at least 18” 
deep, and have adequate cross ventila- 
tion to allow the escape of excessive 
moisture. If moisture cannot escape, 
the sub-floor will rot and warp and 


seriously damage the floor covering 
above it. Specify any of the following 
Gold Seal floors: Linoleum Yard Goods, 
Linoleum Tile, Nairon Custom Tile, 
Nairon DeLuxe yard goods, Nairon 
Standard Tile and yard goods, Viny]l- 
best Tile, Rubber Tile, Cork Tile, As- 
phalt Tile. 


3. SURFACE MOISTURE 


In any area where water spillage may 
be excessive (laundry rooms, etc.) mois- 
ture will accumulate, get into the seams 
of the floor covering and attack the ad- 
hesive. The architect must be certain of 
good water resistance in the floor and 
adhesive that he uses. He can safely 
specify the following Gold Seal tiles: 


Nairon Custom, Vinylbest, Rubber, 
and Asphalt. Gold Seal #320 Adhesive 
is specially formulated for this type of 
installation with Nairon Custom; and 
Rubber. Vinylbest and Asphalt are in- 
stalled with Asphalt Tile Cement SU-33 
(all purpose type) under these condi- 
tions. 


*Gold Seal has the exclusive Concrete Moisture Detector Kit 
+Below-grade installations use Chemical Set Adhesive (SU-31) 


USE 


INSTALL 
ON 


GOLD SEAL 
STD. INLAID LINOLEUM 
6 WIDE & 9” x 9” TILE 
SUPERFLEX BACK 


GOLD SEAL 
STD. & LT. INLAID LINOLEUM 
6 WIDE & 9” x 9” TILE 
SATURATED FELT BACK 


GOLD SEAL 
1/8” HEAVY LINOLEUM 
BURLAP BACK 


GOLD SEAL 
NAIRON DE LUXE 6’ 


GOLD SEAL 
NAIRON STD. 6’ 
AND NAIRONTOP 


GOLD SEAL 
NAIRON 
STANDARD TILE 


GOLD SEAL 
NAIRON CUSTOM TILE 
1/8” & .080” 


GOLD SEAL 
RUBBER TILE 
1/8” & .080” 


GOLD SEAL 
ASPHALT TILE 


GOLD SEAL 
VINYLBEST TILE 
1/16” 


GOLD SEAL 
VINYLBEST TILE 
1/8” 


GOLD SEAL 
CORK TILE 
1/8” & 3/16” 


GOLD SEAL 
CONGOWALL 


GOLD SEAL 
LINING FELT 
SATURATED — DUPLEX 


GOLD SEAL 
TREADLITE FOAM 
RUBBER CUSHION 


GOLD SEAL 
RUBBER TOP SET 
COVE BASE 


THESE 











ADHESIVES TO 


CONCRETE 
ABOVE GRADE 


(SUSPENDED) 


S$U-20 
FLOOR & WALL 
PASTE} 


SU-20 
FLOOR & WALL 
PASTE} 


SU-20 
**FLOOR & WALL 
PASTE} 


SU-20 
FLOOR & WALL 
PASTE} 





SU-20 
FLOOR & WALL 
PASTE} 


SU-20 
FLOOR & WALL 
PASTE 


SU-20 
FLOOR & WALL 
PASTE} 


S$U-20 
FLOOR & WALL 
PASTE 


SU-33 
ALL PURPOSE 
EMULSION 


SU-20 
FLOOR & WALL 
PASTE 


SU-33 
ALL PURPOSE 
EMULSION 


SU-20 
FLOOR & WALL 
PASTE 


Not 
Recommended 


Not 
Recommended 





SU-20 
FLOOR & WALL 
PASTE 


SU-40 
THREE-TEN 


ADHESIVE+++ 


CONCRETE 
ON-GRADE 


Not 
Recommended 


Not 
Recommended 


Not 
Recommended 


Not 
Recommended 


Not 
Recommended 





SU-32 
“THREE-TWENTY" 
ADHESIVE 


SU-32 
“THREE-TWENTY" 
ADHESIVE 





$U-32 
“THREE-TWENTY" 
ADHESIVE 


SU-33 
ALL PURPOSE 
EMULSION 


SU-33 
ALL PURPOSE 
EMULSION 





SU-33 
ALL PURPOSE 
EMULSION 





SU-30 
THREE-THIRTY 
ADHESIVE 


Not 
Recommended 


Not 
Recommended 


Not 
Recommended 


SU-40 
THREE-TEN 
ADHESIVE+++ 





INSTALL 


CONCRETE 
BELOW GRADE 


Not 
Recommended 


Not 
Recommended 


Not 
Recommended 


Not 
Recommended 


Not 
Recommended 


Not 
Recommended 


SU-31 
CHEMICAL SET 
ADHESIVE 


Not 
Recommended 


SU-33 
ALL PURPOSE 
EMULSION 


SU-33 
ALL PURPOSE 
EMULSION 


SU-33 
ALL PURPOSE 
EMULSION 


Not 
Recommended 


Not 
Recommended 


Not 
Recommended 


Not 
Recommended 


Not 
Recommended 


*Must be cemented over Gold Seal Saturated Lining Felt (SU-10). (Lining felt to be adhered with SU-20 Floor & Wall Paste. 
**For Static Conductive Linoleum CL5 — over Terrazzo, Hard Tile, Use SU-40 Three-Ten Adhesive. 


***Must be cemented over Gold Seal Duplex Lining Felt (SU-I1). (Lining felt to be adhered with SU-20 Floor & Wall Paste). 


Old Construction — Clean Surface free of all materials removable by washing — allow to dry. 


©)New Construction — Prime with Gold Seal SU-60 Floor & Wall Sealer — allow to dry. 


Gloss — painted or enamel painted walls must be sanded with coarse sandpaper to provide satisfactory bond. 


Walls which are subject to extreme moisture conditions such as showers are not approved. 
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SEAL® FLOORS AND WALLS 
































SUSPENDED SUSPENDED GYPSUM SINK AND 
PLYWOOD STRIPWOOD WALLBOARD® COUNTER TOPSY 
SU-20 SU-20 SU-20 SU-20 SU-32 
FLOOR & WALL FLOOR & WALL FLOOR & WALL FLOOR & WALL “THREE-TWENTY"™ 
PASTE} PASTE} PASTE? PASTE? ADHESIVE 
$U-20 SU-20*** $U-20 SU-20 SU-32 
FLOOR & WALL FLOOR & WALL FLOOR & WALL FLOOR & WALL “THREE-TWENTY" 
PASTE? PASTE PASTE? PASTE® ADHESIVE 
$U-20 SU-20 SU-20 $U-20 $U-32 
**FLOOR & WALL **FLOOR & WALL FLOOR & WALL FLOOR & WALL “THREE-TWENTY"™ 
PASTE+ PASTE++ PASTE? PASTE ADHESIVE 
$U-20 SU-20 SU-20 $U-20 $U-32 
FLOOR & WALL FLOOR & WALL FLOOR & WALL FLOOR & WALL “THREE-TWENTY"™ 
PASTE? PASTE+ PASTE? PASTE ADHESIVE 
SU-20 $U-20 $U-20 SU-20 SU-32 
FLOOR & WALL FLOOR & WALL FLOOR & WALL FLOOR & WALL “THREE-TWENTY"™ 
PASTE} PASTE} PASTE PASTE ADHESIVE 
SU-20 SU-20 $U-20 SU-20 Not 
FLOOR & WALL FLOOR & WALL FLOOR & WALL FLOOR & WALL R 2 aed 
PASTE PASTE PASTE PASTE pha habe 
$U-20 $U-20 $U-20 SU-20 Not 
FLOOR & WALL FLOOR & WALL FLOOR & WALL FLOOR & WALL R 2 ded 
PASTE} PASTE}+ PASTE PASTE nde itis dade 
SU-20 SU-20 $U-20 $U-20 Not 
FLOOR & WALL FLOOR & WALL FLOOR & WALL FLOOR & WALL R = ded 
PASTE PASTE*** PASTE PASTE SS eenarases 
$U-33 $U-33 
ALL PURPOSE ALL PURPOSE aun iot ames ee Nolte Seabee 
EMULSION EMULSION* ecommende ecommende ecommende 
SU-20 SU-20 
Not Not Not 
tet hed thee AAs aba Recommended Recommended Recommended 
SU-33 $U-33 
Not Not Not 
tes eres Recommended Recommended Recommended 
$U-20 $U-20 S$U-20 S$U-20 Not 
FLOOR & WALL FLOOR & WALL FLOOR & WALL FLOOR & WALL Recommended 
PASTE PASTE*** PASTE PASTE 
$U-20 $U-20 
Not Not Not 
FLOOR & WALL FLOOR & WALI 
Recommended Recommended PASTE PASTE Recommended 
$U-20 $U-32 
a9 RA FLOOR & WALL Hy Sed hg fn Sonar “THREE-TWENTY" 
ecommende PASTE ecommende ecommende ADHESIVE 
$U-20 $U-20 
Not Not Not 
Aaah date! UpbeL: Ache patalal lee Recommended Recommended Recommended 
SU-40 SU-40 $U-40 $U-40 Not 
THREE-TEN THREE-TEN THREE-TEN THREE-TEN Wocnmmanded 
ADHESIVE}+7+ ADHESIVE+++ ADHESIVE+7+7+ ADHESIVE++7+ 
YOn counter tops not exposed to moisture use Gold Seal Floor & Wall Paste SU-20. 
#Recommended for sheet materials only — Pre-coat back with Floor & Wall Paste SU-20 — use smooth edge of trowel — allow to dry. 


+Use Gold Seal 'Three-Twenty'" or "Three-Thirty'’ Adhesive where increased water resistance is desired. Seams only on Sheet Materials, Sandbag. 
++f[Use Gold Seal Saturated Lining Felt (SU-10) in commercial installations. (Lining felt to be adhered with SU-20 Floor & Wall Paste). 
Use Gold Seal Duplex Lining Felt (SU-11) in residential installations. (Lining felt to be adhered with SU-20 Floor & Wall Paste). 


++t+Gold Seal "Three-Thirty'’ Adhesive SU-33 may also be used to apply Rubber Top Set Base. 
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The proper preparation of underfloors 
prior to laying resilient floors is the 
most important factor to be considered 
in installation procedure, for regardless 


SUSPENDED CONCRETE 


Standard Construction—The structural 
concrete slab shall have a cement top- 
ping not less than 1%” thick, and a mix 
no leaner than 1 part of Portland Ce- 
ment and 3 parts of clean screened sand 
and fine crushed stone. It shall be steel 
trowel finished to a smooth, plane sur- 
face. It shall be properly cured and 
satisfactorily dry. 


Monolithic Construction—The concrete 


These underfloors can be covered with 
resilient floors provided they are 
smooth, dry and free of oil, grease, dirt 


RADIANT HEATED FLOORS 


Suspended concrete, terrazzo, or ce- 
ramic tile floors containing a radiant 
heating system are satisfactory pro- 
vided that the heating system is de- 
signed and operated so that the temper- 
ature of the uncovered floor does not 


ON-GRADE CONCRETE 


The on-grade concrete slab shall be 
constructed so that water or dampness 


will not penetrate it. This is accom- 
plished by: 


1. Laying a drainage pad of crushed 
stone, coarse gravel, or cinders at least 
4” thick. 


2. Pouring on this drainage pad a slab of 
concrete 4” minimum thickness. Care 
must be taken to prevent this concrete 
from penetrating into the drainage 
pad and thereby reducing the drain- 
age feature. 


3. Using a membrane between the drain- 
age pad the concrete slab composed of 
an asphalt saturated felt or other 
waterproof paper lapped at the seams 
at least 6” or a double layer of this 
waterproofing material mopped _ be- 





PREPARATION OF UNDERFLOORS 


of expert workmanship, product or 
method of installation, a resilient floor 
will be no smoother than the underfloor. 


floor slab shall be steel trowel finished 
to a smooth, plane surface. It shall be 
properly cured and satisfactorily dry. 
If curing preparations are used on the 
newly poured and finished surface, they 
must be of a type that can be removed 
by abrasion. Curing compounds of an 
oily or waxy nature are not satisfac- 


tory, and slabs so cured are not accept- 
able. 


SUSPENDED TERRAZZO, CERAMIC TILE AND METAL 


or other foreign materials. Tile floors 
should contain no loose tiles or other 
large surface imperfections. 


exceed 100° F. at any point. Floors 
which are constructed with light weight 
concrete, in whole or in part, must be 
allowed to stand uncovered with the 
heating system in operation, until all 
the moisture is driven out of this mix. 


tween layers with hot tar or hot as- 
phalt (or a suitable polyethylene film). 
Local conditions shall dictate whether 
a membrane is necessary and which 
membrane shall be used. 


4. The concrete slab shall be properly 
cured and satisfactorily dry. 


5. If curing preparations are used on the 
newly poured and finished surface 
they must be of a type that can be 
removed by abrasion. Curing com- 
pounds of an oily or waxy nature are 
not satisfactory and slabs so cured are 
not acceptable. 


6. Concrete floors constructed as above 
and surfaced with terrazzo, or ceramic 
tile can be covered. 


Ceramic and other tile floors shall be 
sound, containing no loose tiles or 
other large surface imperfections. 


RADIANT HEATED FLOORS 


On-grade concrete, terrazzo or ceramic 
tile floors containing a radiant heating 
system are satisfactory, provided that 
the heating system is designed and op- 
erated so that the temperature of the 
uncovered floor does not exceed 100° F. 


WOOD UNDERFLOORS 


New Floors—Above Grade: 


The suspended wood underfloor shall 
be double construction according to the 
following requirements: 


1. The lower boards shall be properly 
seasoned tongue and groove or shiplap 
lumber of nominal 1” thickness and 
not over 8” wide. These boards shall be 
laid diagonally over the joists and thor- 
oughly face nailed. 


2. The top wood shall be either: 

a. Thoroughly dry and properly sea- 
soned 34” tongue and groove lumber 
of not over 3144” face width laid at 
right angles to the joists and blind 
nailed with eight penny steel cut 
nails on 16” centers, or, 


b. Y%4” plywood (good one side) nailed 
with #3 114” flathead, countersunk, 
cadmium plated, cement coated 
drive screw nails. Nail the boards, 
starting in the middle on 6” centers 
throughout the field and 4” apart at 
the edge, 14” in from the edge. In- 
stall plywood so that the joints be- 
tween boards and resilient floor 
seams do not coincide. 


New Floors—On-Grade: 

Wood underfloors on-grade shall be con- 
structed as above. They shall be at least 
18” above the grade level and the space 


under the floor shall be properly cross 
ventilated. 


New Floors—Below Grade: 
This construction provides for the in- 


RADIANT HEATED FLOORS 


Wood floors containing a radiant heat- 
ing system can receive resilient flooring. 
The radiant heating system shall be de- 


at any point. Floors which are con- 
structed with lightweight concrete, in 
whole or in part, must be allowed to 
stand uncovered with the heating sys- 
tem in operation until all the moisture 
is driven out of this material. 


stallation of linoleum in below grade 
areas such as basements with concrete 
floors. These concrete floors must have 
a dry appearance. Floors that are damp 
and moist are not satisfactory. 


Sleepers not less than 2” x 2” shall be 
laid level, 16” on centers, fitted snugly 
between foundation walls in one direc- 
tion and at a 90° angle to the direction 
of the stripwood flooring that is to be 
installed. No cross sleepers shall be in- 
stalled as they would prevent air circu- 
lation required for proper ventilation. 
The flooring shall be either: 


1. Tongueand groove wood flooring 13/16” 
thick and not over 314” face width laid 
across the sleepers starting 144” away 
from the finished wall. This 14” clear- 
ance from the wall must be provided at 
both sides of the room parallel to the 
direction of the finished flooring to per- 
mit circulation of air under the floor. 
The floor boards shall be blind nailed 
at each sleeper with eight penny steel 
cut nails, or, 


2. 34” resin bonder waterproof plywood 
face nailed to the sleepers every 6”. 
Plywood joints parallel to the sleepers 
must fall on the center line of the 
sleeper and be nailed every 5”. 


Newly installed stripwood floors shall be 
sanded smooth and sealed immediately 
with Gold Seal Floor and Wall Sealer 
SU-60 or thinned shellac. 


signed and operated so that the surface 
temperature of the uncovered floor is 
not more than 100° F. at any point. 
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Increasingly wider usage is being made 
of resilient coverings for walls, counter 
tops and bench tops. The materials from 
which the architect, builder and interior 


Gold Seal offers three varieties of vinyl 
plastic which may be installed on walls 
to beautify any room, all of which are 
extremely easy to maintain. (1) Nairon 
Standard yard goods or tile .. . .063” 
gauge, available in three patterns. Eco- 
nomically priced inlaid vinyl . . . felt 
backed .. . a wide range of colors. (2) 
Nairon DeLuxe 6’ wide yard goods also 
provides a beautiful wall covering. Felt 
backed . . . sparkling colors .. . .075” 
gauge. (3) Nairon Custom full thick 
homogeneous vinyl tile in either %” or 
.080” gauges. A truly luxurious wall 
treatment offered in three designs, this 
product adds distinction to any area. 
Ideal for banks, reception rooms, and 
executive offices. 

Gold Seal vinyl plastics may also be 
used as countertop material. NaironTop 
—a Nairon Standard product—makes an 
easy to clean, resilient, long wearing 
sink, counter, and bench top. NaironTop 
is pattern and color correlated with 
Gold Seal Nairon Standard tile and 
yard goods. Popular 30”, 36” and 42” 
widths, in two designs. Also brand new 
“Viscount” in 27”, 36” and 45” widths. 
Ideal along with other NaironTop pat- 
terns for counters, sink-tops, splash- 
boards and tables — as well as door 
facings, work area tops and wainscoting. 
Three patterns, felt backed, a wide 
range of colors, .063” gauge. 

Nairon DeLuxe also provides a beauti- 
ful countertop with thicker vinyl wear 
layer. Felt backed, bright colors, .075” 
gauge. 


Gold Seal Linoleum yard goods provide 
an easy-to-clean and sanitary counter 
top and wall covering. May be used in 
light, standard, or %” gauge in felt or 
burlap back. Ideal in any residential, 
commercial, or institutional area. 

Gold Seal Desk Top Linoleum makes an 
exceptionally fine writing surface. Its 
dense, smooth surface is easy to clean 
and keep clean. Soft colors help control 
glare. .118”, .080” gauge in 72” widths. 





RESILIENT PRODUCTS FOR WALLS AND WORK SURFACES 


designer may choose include: linoleum, 
plastics, cork, rubber and printed wall 
coverings. 


Gold Seal Rubber Tile with its bright 
appearance makes an ideal wall in tile 
form. Available in %” or .080” gauges. 


Gold Seal Congowall is ideal for low 
cost remodeling. Made with exclusive 
G-10 Plastic for greater brightness, gloss 
and smoothness, it gives long wear with 
little care. Congowall comes in realistic 
tile effects and attractive decorator de- 
signs. Convenient 54” widths, patented 
felt backing provide for quick, easy in- 
stallation. Particularly ideal for motels. 


Gold Seal Bulletin Board Cork has been 
manufactured for almost half a century, 
and is the oldest and therefore the most 
proven bulletin board cork on the mar- 
ket. Eight distinctive colors designed 
for light reflectance for restful vision 
and to reduce eye fatigue. 


For rugged use . . . The composition 
withstands thumbtack perforations and 
maintains its original appearance for 
years. A linseed oil binder provides a 
firm locking-in of cork and pigments 
... avoiding pickout. 


Convenient handling and installation... 
Reinforced with a backing of the finest 
quality burlap, it can be handled and 
installed without cracking. Burlap also 
permits removal from the wall. Extra 
width rolls, 73” and 49”, allow neater 
installations on standard size backing 
boards. Wall installations can be made 
up to 90 feet in length without a single 
seam. 


For easy maintenance: Since Gold Seal 
Bulletin Board Cork colors are uniform 
throughout, maintenance is negligible. 
Warm water and mild soap is sufficient 
under normal circumstances. 


Gold Seal Cork Tile provides a rich, 
distinctive wall covering. Made in light, 
medium and dark tones. Three tile sizes 
in %” and ;°;” gauge, beveled or square 
edges. 
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Product 


NAIRON VINYL PLASTICS 


Nairon Custon Tile (Homogenous) .080" Not Applicable 


Nairon Custon Tile (Homogenous) Residential, Commercial, L-T-751 (Int) Type Il 


Institutions 





Nairon Deluxe Felt-Backed 


6" yd. goods Residential None 
6' yd. goods Residential None 
oe Residential None 


27", 30", 36", Residential, Commercial, N 
42" & 45"' wide Institutions oie 


Nairon Standard Yard Goods 
Felt Backed 


Nairon Standard Tile 
Felt Backed 


NaironTop 
Felt Backed 





INLAID LINOLEUM 


1/8'' Gauge Burlap-Backed 


(Veltone, Sequin, Jaspe) Institutions 


' Commercial, 
6' yd. goods ietisntions LLL-L-351B 
6" yd. goods 4 . LLL-F-471 & Amend. #1, 
9X ae Residential Type 1, Class A, Grade B 
6' yd. goods . ; LLL-F-471 & Amend. #1, 
GxXd CORCEMEL Type 1,Class A,Grade C 
6' yd. goods Hospital, industrial LLL-L-367 


&" yd. goods Residential, Commercial, LLL-L-367 


1/8"' Gauge Burlap-Backed 
(Battleship) 


Standard Gauge yd. goods & tile 
“SuperFlex" & Fully Saturated Back 


Light Gauge yd. goods & tile 
"SuperFlex" & Fully Saturated Back 


Static-Conductive 





118" ner, Residential, Commercial, None 
DESK TOP LINOLEUM : .080" 72 1/2 wide Institutions LLL-L-354 
6" x 12" Institutions, 3 
CORK TILE 9" x9" Residential! & Commercial Not Applicable 
12" x12" Residential 
BULLETIN BOARD CORK 73" x 49" Residential, Commercial, None 
(polished) wide Institutions MIL-C-15116B 
Institutions, 
RUBBER TILE Residential & Commercial ZZ-T-301A 


.080" Residential Not Applicable 





Institutions, 
Residential & Commercial _L-T-751 (int) Type 1 


Residential Not Applicable 


VINYLBEST TILE 
(Vinyl-asbestos) 








Commercial, Institutions 


Residential, Commercial, SS-T-306b 
Institutions 


4"" and 6" Residential, Commercial, 


*Copies of the Federal Specifications that apply to Gold Seal floors are available on 
request to Architects’ Service Department, Congoleum-Nairn Inc., Kearny, N. J. In 
all cases Gold Seal floors meet or exceed the applicable Federal Specifications. 
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RUBBER TOP SET COVE BASE 


How Long Will Floor Covering Last? 


This depends upon conditions of installa- 
tion, traffic and maintenance. Many com- 
mercial linoleum floors are still giving 
good service after 30 years. On the other 
hand, floors have worn out in far less time 
in commercial areas if not properly in- 
stalled, protected, or maintained. 


What Is the Lowest Cost Flooring? 


Inlaid Linoleum on a cost-per-year basis 
has proven its economy. At Holy Cross 
College, Worcester, Mass. a Gold Seal 
linoleum installation has been in service 
for over 50 years — that’s a cost of less 
than 1¢ per foot per year! 


Must a Lining Felt Be Used When Installing Standard and 
Light Gauge Gold Seal Linoleum Yard Goods and Tile? 


No lining felt is required over any sus- 
pended underfloor type when linoleum has 
the exclusive SuperFlex backing. However, 
linoleum with the fully saturated felt back 
requires use of lining felt over stripwood 
floors. No felt is required over plywood or 
other suspended underfloors. 


What Is the Best Flooring for Hospitals? 


If above-grade, use ¥s” gauge inlaid lino- 
leum sheet goods in rooms, wards, and 
corridors. This type of flooring has fewer 
germ-breeding cracks than tile floors. Use 
Static-Conductive Linoleum in operating 
rooms for safety, sanitation and comfort 
underfoot. 


What Is the Easiest Floor to Maintain? 


Under average conditions, inlaid Lino- 
leum is excellent. Plastics and vinyl- 
asbestos tile rate well. 


TYPICAL CLIENT QUESTIONS...AND THE ANSWERS 





What Is the Easiest Floor to Maintain 
in Areas Subject to Alkalies? 


Plastics and Vinyl] Asbestos Tile have the 
greatest resistance to alkalies, so they are 
the easiest to care for. 


What Is the Most Luxurious Floor in Appearance? 


\%’”” homogenous Plastic Tile looks most 
luxurious. Colors are truest and clearest. 
Surfaces have a lustrous satiny gloss. 





What Is the Flooring with the 
Lowest Initial Cost? 


Asphalt tile has the lowest initial cost. 
However, if the initial cost of the flooring, 
plus the cost of upkeep and maintenance 
for the life span of the floor is figured, 
asphalt tile is not necessarily the lowest 
on a cost per year basis. 





Should Plastic Floor Covering Be Waxed? 


Yes, for easier maintenance, improved 
surface gloss and long life. 


What Is the Best Floor for School Corridors 
and Classrooms? 


If the floor is above-grade use inlaid lino- 
leum. If the floor is on-grade use homo- 
genous plastics, Vinyl asbestos tile, or as- 
phalt tile. For a really quiet floor use rub- 
ber tile. 


What Is the Best Floor for Areas 
Subject to Heavy Grease and Oil? 
Plastics and Vinyl Asbestos tile are most 


suitable. They resist alkalies, acids, 
bleaches, grease, solvents and chemicals. 


GOLD SEAL INSTALLATION SPECIFICATIONS 


GENERAL SPECIFICATIONS 
Abridged Specifications for Gold Seal Floor and Wall Coverings 


For complete unabridged installation specifications write or contact your nearest Gold Seal Office. 


CAUTION: The following general specifications must be read before referring to specifications for any particular Gold Seal product. 


These general specifications for the installation of Gold Seal floor and 
wall coverings are common to all products in their respective groups. 

‘A complete installation contract specification should include all of 
the general specifications as well as details of application of materials 
and other data listed under individual product specifications. 

Complete specifications for all Gold Seal floor and wall coverings, 
as well as for Gold Seal adhesives, lining felts and other sundries can 
be obtained from any District Sales Office or headquarters of Con- 
goleum-Nairn Inc. 


Conditions 

Gold Seal Floor and Wall Covering, Gold Seal adhesives and Lining 
Felt must be stored in the original package at not less than 70°F 
for at least 24 hours before installation. A temperature of at least 
70°F shall be maintained in the area receiving the installation for 
24 hours prior to, during, and for 24 hours after the installation is 
complete. When Gold Seal “Three-Twenty” Adhesive is used it must 
not be stored or shipped at temperatures under 35°F. 


Suspended Wood Underfloors Construction— 
Wood Floors — Above Grade 


The suspended wood underfloor shall be double construction: 

The lower boards shall be properly seasoned tongue and groove or 
shiplap lumber of nominal 1” thickness and not over 8” wide. Boards 
shall be laid diagonally over the joists and thoroughly face nailed. 

The top wood shall be either: 

A. Thoroughly dry and properly seasoned %4” tongue and groove 
lumber of not over 314” face width laid at right angles to the 
joists and blind nailed with eight penny steel cut nails on 16” 
centers or 

B. 4%” plywood (good one side) nailed with #3 114” flathead, 
countersunk, cadmium plated, cement coated drive screw nails. 
Nail the boards, starting in the middle on 6” centers throughout 
the field and 4” apart at the edge 1%” in from the edge. Install 
plywood so that the joints between boards and the linoleum 
seams do not coincide. 


Wood Floors — On Grade 

Wood underfloors on-grade shall be constructed as above. They shall 
be at least 18” above the grade level and the space under the floor 
shall be properly ventilated. 


Wood Floors — Below Grade 
Write to Congoleum-Nairn Inc. for specifications or see unabridged 
Installation Spec. Book. 


Radiant Heated Floors 


Wood floors containing a radiant heating system can receive resilient 
floors. The radiant heating system shall be designed and operated so 
that the surface temperature of the floor is not more than 100°F at 
any point. 


Underfloor Preparation 

1. Old double wood floors shall be prepared by replacing all defec- 
tive and badly worn boards and firmly renailing all loose boards. 

All uneveness at butts and joints shall be made level by 
planing or scraping or by overall machine sanding. 

Surface deposits of oil, grease, or wax shall be removed by 
washing or light machine sanding. 

Paint and varnish films shall be roughened by light sanding to 
assure a good bond with the adhesive. 

Stripwood floors that have been sanded to the point where all 
previous surface coatings have been removed shall be sealed im- 
mediately with Gold Seal Floor and Wall Sealer SU-60 or thinned 
shellac. 

2. Rough double construction wood floors may be resurfaced with 
\%4” plywood (good one side) by following directions given above 
after replacing defective boards and renailing loose boards. 

3. Cracks and openings between floor boards shall be filled with 
Gold Seal Flor-Mend Underlayment or other water resistant, non- 
shrinking, non-crumbling patching compound. 

4. Suspended wood floors which are covered with linoleum may be 
re-covered with linoleum if the old covering is firmly adhered to 
the floor. All loose areas shall be nailed with 1” blue lath nails. 
The old floor covering shall then be machine sanded to remove 
all wax and other surface coatings and to provide a roughened 
surface to assure adhesion of the new adhesive. 


Lining Felt 

When lining felt is specified over stripwood floors proceed as follows: 
Cover above grade stripwood floors with Gold Seal Lining Felt. 
Lay the felt across the floor boards. Carefully butt all joints (do 
not lap). All cross joints shall be double cut and staggered. The 
felt shall be fitted carefully to all vertical surfaces. When the felt 
sheets are fitted turn half of each back on itself and spread Gold 
Seal Linoleum Paste on the floor with a fine notched trowel at a 
rate of 120-150 square feet per gallon. Embed the felt in the 
paste. Repeat on the second half. Roll the felt in both directions 
with a 150-lb. roller to assure complete adhesion. 

Underfloors finished with plywood or linoleum and wood floors 

constructed below-grade shall receive the floor covering direct. 


GOLD SEAL TREADLITE FOAM RUBBER CUSHION, SU-12 


A new and exclusive underlayment for use as specified in installa- 
tions of Gold Seal Floor Coverings. The combination of foam rubber 
applied to an upper layer of specially designed felt provides extra 
comfort and quietness underfoot. Treadlite also helps to mask minor 


SUSPENDED CONCRETE, TERRAZZO TILE, 


Underfloor Construction 

1. Standard Construction: The structural concrete slab shall have a 
cement topping not less than 144” thick and a mix no leaner than 
1 part of Portland Cement and 3 parts of clean screened sand 
and fine crushed stone. It shall be steel trowel finished to a smooth, 
plane surface. It shall be properly cured and satisfactorily dry. 

2. Monolithic Construction: The concrete floor slab shall be steel 
trowel finished to a smooth, plane surface. It shall be properly 
cured and satisfactorily dry. If curing preparations are used on the 
newly poured and finished surface they must be of a type that 
can be removed by abrasion. Curing compounds of an oily or 
waxy nature are not satisfactory and slabs so cured are not 
acceptable. 

3. Tile floors shall be sound, containing no loose tiles or other large 
surface imperfections. 

4. Suspend concrete, terrazzo, or ceramic tile floors containing a 
radiant heating system are satisfactory provided that the heating 
system is designed and operated so that the temperature of the 
uncovered floor does not exceed 100°F at any point. Floors which 
are constructed with light weight concrete, in whole or in part, 
must be allowed to stand uncovered with the ‘heating system in 
operation until all the moisture is driven out of this mix. 


underfloor defects. Use under Nairon Deluxe, Nairon Standard Yard 
goods and Tile, and 1%” Linoleum (residential use) and Standard 
and Light Gauge Linoleum (yard goods and tile). 


CERAMIC TILE AND METAL FLOORS 


Underfloor Preparations 

1. The concrete and terrazzo floors must be dry. The Gold Seal 
Moisture Detector TO-100 is recommended to determine the 
degree of dryness of the concrete. 

2. Concrete floors that have accumulated wax or surface dirt shall 
be cleaned by abrading the floor with a sanding machine equipped 
with very coarse grit paper until the surface material is removed. 

3. Concrete floors may also be freed of these materials by suitable 
means which shall leave the surface clean and neutral. Always 
check for proper dryness after this method is used. 

4. Terrazzo, and ceramic tile floors must be abraded with a sanding 

machine to remove surface accumulations to prepare them to 

receive resilient floor covering. 

Metal floors must be clean, free from oil, grease, rust and scale. 

Concrete, terrazzo or ceramic floors that have been in contact with 

oil or grease are not satisfactory and are not approved. 

7. Small holes, small depressions and expansion joints shall be filled 
in with Gold Seal Flor-Mend SU-80 or other water resistant, 
non-shrinking, non-crumbling patching compound and _ troweled 
to the proper level. 


an 


(Continued) 
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GOLD SEAL INSTALLATION SPECIFICATIONS 


8. Metal floors containing plate laps, weld beads or other imperfec- 
tions can be made smooth by the use of underlayments that con- 
form to Navy Specification MIL-3531. Follow manufacturer’s 
directions for the application of these materials. 

9. Suspended concrete, terrazzo, ceramic tile and metal floors which 
are covered with resilient floor covering may be re-covered with 


new resilient floor covering if the old covering is firmly adhered 
to the floor. 

The old floor covering shall be machine sanded to remove all 
wax and other surface coating and to provide a roughened surface 
to assure adhesion of the new adhesive. 


ON-GRADE CONCRETE, TERRAZZO, AND CERAMIC TILE FLOORS 


Underfioor Construction 

The on-grade concrete slab to serve as an underfloor for certain Gold 

Seal floor coverings shall be constructed so that the water or damp- 

ness will not penetrate the slab. This is accomplished by: 

1. Laying a drainage pad of crushed stone, coarse gravel, or cinders 
of at least 4” thick. 

2. Pouring on this drainage pad a slab of concrete 4” minimum 
thickness. Care must be taken to prevent this concrete from pene- 
trating into the drainage pad and thereby reducing the drainage 
feature. 

3. Using a membrane between the drainage pad and the concrete 

slab composed of an asphalt saturated felt or other waterproof 

paper lapped at the seams at least 6” or a double layer of this 
waterproofing material mopped between layers with hot tar or hot 
asphalt. 

Local conditions shall dictate whether a membrane is necessary 
and which membrane shall be used. 

The concrete slab shall be properly cured and satisfactorily dry. 

{f curing preparations are used on the newly poured and finished 

surface they must be of a type that can be removed by abrasion. 

Curing compounds of an oily or waxy nature are not satisfactory 

and slabs so cured are not acceptable. 

6. Concrete floors constructed as above and surfaced with terrazzo, 
or ceramic tile can be covered. 

Tile floors shall be sound, containing no loose tiles or other 
large surface imperfections. 


Radiant Heated Floors 


Suspended or on-grade concrete, terrazzo or ceramic tile floors con- 
taining a radiant heating system are satisfactory provided that the 
heating system is designed and operated so that the temperature of 
the uncovered floor does not exceed 100°F at any point. Floors which 
are constructed with lightweight concrete, in whole or in part, must 
be allowed to stand uncovered with the heating system in operation 
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until all the moisture is driven out of this material. 


Underfloor Preparations 


1. The concrete and terrazzo floors must be dry. There shall be no 
evidence of surface water. 

2. Concrete floors that have accumulated wax or surface dirt shall be 
cleaned by abrading the floor with a sanding machine equipped 
with very coarse grit paper until the surface material is removed. 

3. Concrete floors may also be freed of these materials by suitable 
means which shall leave the surface clean and neutral. 

4. Terrazzo, and ceramic tile floors must be abraded with a sanding 
machine to remove surface accumulations to prepare them to 
receive resilient floor covering. 

5. Concrete, terrazzo or ceramic floors that have been in contact with 
oil or grease are not satisfactory and are not approved. 

6. Small holes, small depressions and expansion joints shall be filled 
in with Gold Seal Flor-Mend Underlayment or other water re- 
sistant, non-shrinking, non-crumbling patching compound and 
troweled to the proper level. 


Precautions Necessary for On-Grade Installations 


1. Floors must be clean, smooth and properly cured. A dusty, 
crumbly surface will not produce a satisfactory installation. 
Subfloor must be covered completely with adhesive in an amount 
sufficient to wet the back of the tile completely. 

Limit area of spread of adhesive so that no surface drying occurs 
before tiles are installed. 

Tiles must not be installed tight particularly fitted tiles at vertical 
projections. 

Roll thoroughly with a heavy roller each 100 square feet installed. 
(Except on installations over Asphalt Tile Adhesives) 

Be very sure the temperature of the room and the slab is at least 
70°F. Tiles will curl if temperature is less. Maintain this tem- 
perature for at least 24 hours after the installation is complete. 
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BELOW GRADE CONCRETE, TERRAZZO, AND CERAMIC TILE FLOORS 


The construction and preparation of below grade slabs to make them 
satisfactory for certain Gold Seal floor coverings shall follow the 


SINK TOPS, COUNTER TOPS 


Undertop Construction 
The undertop shall be smooth, dry, clean exterior or marine type ply- 
wood, or smooth ceramic tile. 

Plywood shall be well secured to the under structure with as few 
joints as possible. Stripwood undertops are not acceptable. 


Undertop Preparation 


Old adhesives must be removed by sanding or washing. If washed, 
the undertop must be dried thoroughly before covering. 

All soft, rotted or delaminated sections of the undertop must be 
replaced. Oil or grease soaked sections must be replaced. 

Small openings such as junctions between sections of plywood shall 
be filled with Gold Seal Floor Mend SU-80 or equivalent water re- 
sistant, non-shrinking, non-crumbling patching compound. 

Undertops which have metal edging of the flange type shall be cov- 
ered with Gold Seal Saturated Lining Felt SU-10 up to the edge of 
the flange. This is done to eliminate the flange showing through the 
surface. Install this lining and covering with Gold Seal Three-Twenty 
Adhesive. On countertops not exposed to moisture use Gold Seal Floor 
and Wall Paste SU-20 throughout. 


WALLS 


Wall Construction 

Walls to receive Gold Seal wall coverings shall be: 

1. Good quality plaster with a white coat finish erected in such a 
manner that when dry they shall be firm, hard, and smooth. 

2. Brown coat to which cement has been added and which has been 
steel troweled to a smooth finish. 

3. Finished with patent plasters properly troweled to be firm, hard, 
and smooth. 

4. Wallboards, such as U. S. Gypsum Recessed Edge Sheetrock in- 
stalled according to the manufacturer’s specifications. 
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specifications for suspended slabs, as outlined in detail above and on 
the preceding page. 


AND OTHER WORK AREA TOPS 


Wall Conditions 


Walls shall be smooth. Rough spots and trowel marks shall be sanded 
smooth with sandpaper. Cracks and indentations shall be filled with 
a non-shrinking patching plaster compound and sanded to a smooth 
surface when dry. 

Walls shall be clean. Loose, scaly paint, water soluble paint, or 
wallpaper shall be removed. 

Gloss-painted or enamel painted walls shall be sanded with coarse 
sandpaper to provide a satisfactory bond. 

Walls shall be dry. Plaster walls shall be dry as tested by the 
Congoleum-Nairn Plaster Moisture Detector. Walls with exterior faces 
exposed to the elements or which are below grade are not approved 
under this specification. Proper furring out of interior wall surface 
will provide an acceptable surface. 

Porous plaster walls and all wallboards shall be coated with Gold 
Seal Floor and Wall Sealer SU-60 to make them acceptable under 
this specification. 

Walls which are subject to extreme moisture conditions such as 
shower stalls are not approved under this specification for the instal- 
lation of Gold Seal Tile or Yard Goods. Walls adjacent to recesséd 
bathtubs shall be sealed to prevent the entry of water. 


GENERAL 


Water Resistant Seams 

Where specified, or when the installation will be exposed to abnormal 
amounts of surface water the seams and edges can be made water 
resistant by using Gold Seal “Three-Twenty” Adhesive spread on the 
floor for approximately 3” from both sides of each seam and for 3” 
along the walls. 


(Continued) 


GOLD SEAL INSTALLATION SPECIFICATIONS 


Cleaning of Floors 
Immediately after the installation is complete the surface of the floor 
shall be cleaned thoroughly. 

Spots of Floor and Wall Paste SU-20 can be removed with a 
damp cloth. 

Spots of Three-Twenty Adhesive, if fresh, can be removed by rub- 
bing with a dry cloth or lightly with fine steel wool. 

Spots of All Purpose Emulsion can be removed by rubbing with 
fine steel wool, soap and water. 
* Never use solvents to remove adhesive from Asphalt Tile. 

Do not wash tile installations for at least 24 hours. Allow Asphalt 
Tile installations to stand at least one week before washing. Use a 
mild detergent containing free oils or solvents. 


An application of Nairn Self Polishing Wax is recommended if 
brighter gloss is desired. Never use solvent containing waxes on 


Asphalt Tile. 


Base Treatment 
Where specified Gold Seal Rubber Top Set Cove Base shall be in- 
stalled. This base shall be applied .after the floor has been otherwise 


completed and shall be cemented to the walls with Gold Seal Three- 
Ten Adhesive SU-40 or Three-Thirty Adhesive SU-330. 


Caution 
Avoid placing static loads on newly installed floor covering for a 


period of 24 hours after completion of the installation. Remove all 
small size glides from furniture. Replace with large size glides or cups. 


GOLD SEAL INLAID LINOLEUM 1/8" BURLAP BACKED 
SUSPENDED CONCRETE, TERRAZZO, CERAMIC TILE AND METAL FLOORS, AND SUSPENDED WOOD UNDERFLOORS 


Materials 
Floor Covering: The floor covering shall be Gold Seal Inlaid Lino- 
leum. 


Lining Felt: The lining felt for suspended stripwood floors only 
shall be Gold Seal Saturated Lining Felt SU-10. 

Adhesive: The Adhesive on suspended concrete and_sus- 
spended wood underfloors shall be Gold Seal Floor and Wall Paste 
SU-20. The adhesive on suspended terrazzo, ceramic tile, marble 
tile, quarry tile, and similar impervious materials, and to metal 


floors (decks) shall be Gold Seal “Three-Twenty” Adhesive. 


Note: May also be installed on walls . . . according to specifica- 
tions. (Use Gold Seal Floor and Wall Paste SU-20.) 


Application of Materials 


Install linoleum on floors properly prepared by scribing and cutting 


it to fit room accurately and neatly and with the fewest possible seams. 
The linoleum shall be laid at right angles to the floor boards. When 
the underfloor is plywood or old linoleum, care must be taken that 
the seams of the linoleum and underfloor do not coincide. Allow suffi- 
cient lap at junction of sheets to permit seam cutting. 


When the linoleum is properly fitted, tube half the sheet at a time 
and spread the adhesive with a fine notched trowel at a rate of 120 
square feet per gallon. 


Embed the linoleum in the spread adhesive and roll with a 150-lb. 
roller in both directions, starting in the middle of the sheet and 
rolling outward to expel any air trapped under the linoleum and to 
embed it thoroughly in the paste. 


Seams shall then be double cut to produce -a net, workmanlike 
seam. 


GOLD SEAL STATIC CONDUCTIVE LINOLEUM 
SUSPENDED CONCRETE, TERRAZZO, CERAMIC TILE AND METAL FLOORS, AND SUSPENDED WOOD UNDERFLOORS 


Materials 


Floor Covering: The floor covering shall be Gold Seal Static Con- 
ductive Linoleum—'%” black. Pattern CL-5. 


Lining Felt: The lining felt for suspended stripwood under- 
floors only shall be Gold Seal Saturated Lining Felt SU-10. 


Adhesive: The adhesive for suspended concrete and suspend- 
ed wood underfloors shall be Gold Seal Floor and Wall Paste 
SU-20. The adhesive for suspended terrazzo, ceramic tile, marble 
tile, quarry tile, and similar impervious materials, and to. metal 


floors (decks), shall be Gold Seal “Three-Twenty” Adhesive. 
Application of Materials 


Install linoleum on floors properly prepared by scribing and cutting 
it to fit the room accurately and neatly and with the fewest possible 
seams. The linoleum shall be laid at right angles to the floor boards. 
When the underfloor is plywood, or old linoleum care must be taken 
that the seams of the linoleum and underfloor do not coincide. Allow 
sufficient lap at junction of sheets to permit seam cutting. 

When the linoleum is properly fitted, tube half the sheet at a time 
and spread the adhesive with a fine notched trowel at a rate of 120 
square feet per gallon. 


Use Gold Seal Floor and Wall Paste SU-20 to cement the linoleum 
to concrete, wood or old linoleum. 

Use Gold Seal “Three-Twenty” adhesive to cement the linoleum 
to terrazzo, ceramic tile or metal. 

Embed the linoleum in the spread adhesive and roll with a 150-lb. 
roller in both directions, starting in the middle of the sheet and 
rolling outward to expel any air trapped under the linoleum and to 
embed it thoroughly in the paste. 

Seams shall then be cut to produce a net, workmanlike seam. 


Test — Electrical Resistance 


The completed floor shall be tested to determine that the electrical 
resistance of the installation meets the applying requirements when 
tested with the approved test equipment. 


Maintenance 


The maintenance shall consist of washing with mild soap and warm 
water. Wax shall not be used. Wax forms an insulator and destroys 
the conductivity value. It is recommended that the Walter Legge 
Company* service be utilized in the maintenance of Gold Seal Static 
Conductive Linoleum. 

*Located in every major city. 


GOLD SEAL INLAID LINOLEUM "SUPERFLEX" AND FULLY SATURATED BACK 
SUSPENDED CONCRETE, TERRAZZO, CERAMIC TILE AND METAL FLOORS, AND SUSPENDED WOOD UNDERFLOORS 


Materials 
Floor Covering: The floor covering shall be Gold Seal Inlaid Lino- 
leum yard goods. 
Lining Felt: The lining felt shall be Gold Seal Duplex Lining 
Felt SU-11. (Only when using Fully Saturated Back Linoleum over 
suspended stripwood underfloors.) 
Adhesive: The adhesive shall be Gold Seal Floor & Wall 
Paste SU-20. The adhesive for suspended terrazzo, ceramic tile, 
marble tile, quarry tile and similar impervious materials, and to 
metal floors (decks) shall be Gold Seal “Three-Twenty” Adhesive. 
NOTE: May also be installed on walls . . . according to specifica- 
tions. (Use Gold Seal Floor & Wall Paste) 


Application of Materials 


Install linoleum on floors properly prepared by scribing and cutting 


it to fit the room accurately and neatly and with the fewest possible 
seams. The linoleum shall be laid at right angles to the floor boards. 
When the underfloor is plywood, or old linoleum or plastic yard 
goods care must be taken that the seams of the linoleum and under- 
floor do not coincide. Allow the sufficient lap at the junction of sheets 
to permit seam cutting. 


When the linoleum is properly fitted, turn half the sheet at a time 
and spread the adhesive with a fine notched trowel at a rate of 
approximately 150 square feet per gallon. 


Embed the linoleum in the spread adhesive and roll with a 150-lb. 
roller in both directions, starting in the middle of the sheet and 
rolling outward to expel any air trapped under the linoleum and to 
embed it thoroughly in the paste. 


Seams shall then be cut to produce a net, workmanlike seam. 
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GOLD SEAL INSTALLATION SPECIFICATIONS 


GOLD SEAL NAIRON STANDARD TILE — WALLS 


Materials 
Wall Covering: The tiles shall be Gold Seal Nairon Standard. 


Adhesive: The adhesive shall be Gold Seal Floor and Wall 
Paste SU-20. 


Application of Materials 


Starting at the established level horizontal guide lines Gold Seal 
Adhesive shall be spread over the wall with a fine notched flexible 
trowel covering approximately 150 square feet per gallon. Cover an 
area of not over 25 square feet and immediately embed the tiles in 


the adhesive. Each tile shall be fitted properly against the preceding 
tile. Care must be taken to see that all four edges of each tile are 
firmly in contact with the adhesive. Proper care shall be used to 
maintain right angle lines in setting the tiles. When the spread area 
has been covered with tiles, roll thoroughly with a rubber wall 
roller to assure contact of the tiles and adhesive and to bring the 
edges of the tiles flush. 

At junctions with projections from the wall and at floor and ceil- 
ing, the titles shall be carefully scribed and cut so as to form a neat 
joint at these places. The tiles shall never be forced into place or 
laid under pressure. 


GOLD SEAL VINYLBEST TILE 1/16" AND 1/8" GAUGES 
SUSPENDED WOOD UNDERFLOORS 


Materials 


Floor Covering: The floor covering shall be Gold Seal Vinylbest 
Tile. 


Lining Felt: The lining felt shall be Gold Seal Duplex Lining 
Felt SU-11. 
Adhesive: The adhesive for cementing Lining Felt to strip- 


wood floors shall be Gold Seal Floor and Wall Paste SU-20. 

The adhesive for cementing 1/16” Vinylbest to suspended wood 
floors, with or without radiant heat, shall be Gold Seal Floor and 
Wall Paste SU-20. 

The adhesive for 14%” Vinylbest to suspended wood floors, with 
or without radiant heat, shall be Gold Seal All Purpose Emulsion 
SU-33. 


Application of Materials 


Cover stripwood floors with lining felt. Lay the felt at right angles to 
the length of the floor-boards. Carefully butt all joints (do not lap). 
The felt shall be fitted carefully to all vertical surfaces; the width 
of the first sheet of felt shall be adjusted so that the felt seams and 
the tile joints do not coincide. 

Underfloors finished with plywood can receive Vinylbest Tile direct. 
Spread paste at a rate of 120 to 150 square feet per gallon with a 
fine notched trowel. Embed the felt in the paste and roll in both 
directions with a 150 pound roller to assure complete adhesion. 


1/16" Vinylbest 

Gold Seal Floor and Wall Paste shall be used to install 1/16” Vinyl- 
best and lining felt to suspended stripwood floors (with or without 
radiant heat), spread the paste with a fine notched trowel at a rate 


not heavier than 150 square feet per gallon. 
Spread an area as far as the arm can reach and immediately embed 


the tiles in the adhesive. Each tile shall be properly fitted against 
the preceding tile. 

Proper care shall be used to maintain right angle line in laying 
tiles. The mechanics shall work from the uncovered floor as much as 
possible until the adhesive has set to hold the tiles from sliding out 
of alignment. At junction with vertical surfaces, the tiles shall be 
scribed carefully so as to form a neat joint at these points. The tiles 
shall never be forced into place or laid under pressure. When the in- 
stallation is finished, it shall be rolled in both directions with a 150 
pound roller to assure contact of the tiles and adhesive and to bring 
the edges of the tiles flush. Radiator legs shall not rest directly on 
the tiles. Either fit the tiles around radiator legs or raise the radiator 
with a metal support so that the bottom of the legs are flush with 
surface of the tiles. 

1/8" Vinylbest 

For suspended wood subfloors, with or without radiant heat, use Gold 
Seal All Purpose Emulsion. Spread this adhesive with a fine notched 
trowel at a rate not heavier than 150 square feet per gallon. 

When installing Vinylbest with Emulsion, it is extremely important 
that the amount applied to the floor is not greater than specified above. 
A fine notched trowel is one with notches 1/16” apart. Notches made 
with a triangular file that are between 1/32” and 1/16” deep will give 
a satisfactory application. Never go deeper than 1/16” as notches this 
deep will apply, too much adhesive and bleeding will result. 

The spread asphaltic type adhesive shall be exposed until they have 
dried sufficiently to receive the Vinylbest Tiles. This waiting time is 
dependent on the temperature and relative humidity of the atmos- 
phere at the installation. Installation can proceed when the water has 
evaporated and the adhesive does not stain the fingers when rubbed 
with moderate pressure. Under-exposed cement will bleed between 
the tile joints and must be avoided. 


GOLD SEAL VINYLBEST TILE 1/16" AND 1/8" GAUGES 
CONCRETE, TERRAZZO AND CERAMIC TILE FLOORS SUSPENDED, ON-GRADE, OR BELOW-GRADE 


Materials 
Floor Covering: The floor covering shall be Gold Seal Vinylbest. 


Adhesive: 1/16” Vinylbest over suspended concrete floors, 
with or without radiant heat, use Gold Seal Floor and Wall Paste 
SU-20. 

1” Vinylbest over suspended concrete, terrazzo, ceramic tiles 
and other impervious floor; (with or without radiant heat) use 
Gold Seal All Purpose Emulsion SU-33. 

1/16” and 4%” Vinylbest over on-grade concrete, terrazzo, ceramic 
tile and other impervious floors (with or without radiant heat) 
use Gold Seal All Purpose Emulsion SU-33. 

1/16” and 1%” Vinylbest over below-grade concrete, terrazzo and 
ceramic tile floors, use Gold Seal All Purpose Emulsion SU-33. 


Application of Materials 


When Asphalt adhesives are used, application rates must be followed 
stric.ly, excessive amounts, even in local areas, may cause bleeding 
of adhesive between tile joints. 


Spread an area as far as the arm can reach and immediately embed 
the tiles in the adhesive. Each tile shall be properly fitted against the 
preceding tile. Proper care shall be used to maintain right angle line 
in laying the tiles. The mechanics shall work from the uncovered 
floor as much as possible until the adhesive has set enough to hold 
the tiles from sliding out of alignment. At junction with vertical 
surfaces the tiles shall be scribed carefully so as to form a neat joint 
at these points. The tiles shall never be forced into place or laid 
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under pressure. When the installation is finished, it shall be rolled 
in both directions with a 150-lb. roller to assure contact of the tiles 
and adhesive and to bring the edges of the tiles flush. 


Gold Seal All Purpose Emulsion shall be spread over the area to 
be covered with Vinylbest. Use a fine notched trowel and spread at 
a rate not heavier than 150 square ft. per gallon for 4” Vinylbest 
and not heavier than 180 square ft. per gallon for 1/16” Vinylbest. 


When installing Vinylbest with Emulsion it is extremely important 
that the amount applied to the floor is not greater than specified 
above. A fine notched trowel is one with notches 1/16” apart. Notches 
made with a triangular file that are between 1/32” and 1/16” deep 
will give a satisfactory application. 


The spread asphaltic type adhesives shall be exposed until they 
have dried sufficiently to receive the Vinylbest Tiles. Their waiting 
time is dependent on the temperature and relative humidity of the 
atmosphere at the installation. Installation can proceed when all the 
water has evaporated and the adhesive does not stain the fingers 
when rubbed with moderate pressure. Under-exposed cement will 
bleed between the tile joints and must be avoided. Tile installation 
shall start at the established guide lines. Carefully lay each tile in 
place against preceding tiles so that a minimum of side motion is 
required to maintain right angle alignment. 


Radiator legs shall not rest directly on the tiles. Either fit the tiles 
around the radiator legs or raise the radiator with a metal support 
so that the bottom of the legs are flush with the surface of the tiles. 


GOLD SEAL INSTALLATION SPECIFICATIONS 


GOLD SEAL RUBBER TILE 
SUSPENDED CONCRETE, TERRAZZO, CERAMIC TILE AND METAL FLOORS, AND SUSPENDED WOOD UNDERFLOORS 


Materials 
Floor Covering: The floor covering shall be Gold Seal Rubber Tile. 


Lining Felt: The lining felt for stripwood floors only shall be 
Gold Seal “Duplex” Lining Felt SU-11. (Lining felt to be adhered 
with Gold Seal Floor & Wall Paste SU-20.) 


Adhesive: For suspended concrete or suspended wood under- 
floors—Gold Seal Floor & Wall Paste SU-20. For suspended ter- 
razzo, ceramic tile, marble tile, quarry tile, and similar impervious 
materials, and to metal floors (decks) —Gold Seal “Three-Twenty” 
Adhesive. 


NOTE: May also be installed on walls . . . according to specifica- 
tions. Use Gold Seal Floor & Wall Paste SU-20. 


Application of Materials 


Starting at the established guide lines, spread the adhesives at a rate 
of approximately 120 square feet per gallon using a fine notched 
trowel. Spread an area as far as the arm can reach and immediately 
embed the tiles in the adhesive. Each tile shall be properly fitted 
against the preceding tile. Care must be taken to see that all four 
edges of each tile are firmly in contact with the adhesive. Proper care 
shall be used to maintain right angle lines in laying the tiles. The 
mechanic shall work from the uncovered floor as much as possible 
until the adhesive has set enough to hold the tiles from sliding out 
of alignment. The tiles shall be rolled in both directions with a 
150-lb. roller to assure contact of the tiles and adhesive and bring 
the edges of the tiles flush. 


GOLD SEAL RUBBER TILE 
ON-GRADE CONCRETE, TERRAZZO, AND CERAMIC TILE FLOORS 


Materials 
Floor Covering: The floor covering shall be Gold Seal Rubber Tile. 
Adhesive: The adhesive shall be Gold Seal “Three-Twenty” 
Adhesive. 
Application of Materials 
Install Gold Seal Rubber Tile by spreading Gold Seal “Three- 
Twenty” Adhesive with a notched trowel at a rate of approximately 
150 square feet per gallon. Start at the established guide lines and 
spread an area as far as the arm can reach. Embed the tiles into the 
adhesive immediately. 
Each tile shall be properly fitted against the preceding tiles and 


shall not be forced into tight contact but merely allowed to drop into 
place. Care must be taken to see that all four edges of each tile are 
firmly in contact with the adhesive. Care shall be used to maintain 
tight angle lines in laying the tiles. The mechanic shall work from 
the uncovered floor as much as possible until the adhesive has set up 
enough to hold the tiles from sliding out of alignment. When neces- 
sary to walk or kneel on the newly installed tiles make certain that 
alignment has not been changed. 

After an area of approximately 100 square feet has been covered 
with tiles, it shall be thoroughly rolled with a 150-lb. roller in both 
directions to assure contact of the tiles and adhesive and to bring 
the edges of the tiles flush. 


GOLD SEAL CORK TILE 1/8" AND 3/16" GAUGE 
SUSPENDED CONCRETE, TERRAZZO, CERAMIC TILE AND METAL FLOORS, AND SUSPENDED WOOD UNDERFLOORS 


Materials 
Floor Covering: The floor covering shall be Gold Seal Cork Tile. 


Lining Felt: The lining felt for stripwood floors only shall be 
Gold Seal Duplex Lining Felt SU-11. 


Adhesive: The adhesive shall be Gold Seal Floor and Wall 

Paste SU-20. The adhesive for suspended terrazzo, ceramic tile, 

marble tile, quarry tile ,and similar impervious materials, and to 

metal floors (decks), shall be Gold Seal “Three-Twenty” Adhesive. 
Application of Materials 


Spread an area as far as the arm can reach and immediately embed 


the tiles in the adhesive. Each tile shall be properly fitted against 
the preceding tile. Care must be taken to see that all four edges of 
each tile are firmly in contact with the adhesive. Proper care shall 
be used to maintain right angle lines in laying the tiles. The mechanic 
shall work from the uncovered floor as much as possible until the 
adhesive has set enough to hold the tiles from sliding out of align- 
ment. The tiles shall be rolled in both directions with a 150-lb. roller 
to assure contact of the tiles and adhesive and to bring the edges of 
the tiles flush. At junction with vertical surfaces the tiles shall be 
scribed carefully so as to form a neat joint at these points. The tiles 
shall never be forced into place or laid under pressure. 


GOLD SEAL CORK TILE 1/8" AND 3/16" GAUGE 
ON-GRADE CONCRETE, TERRAZZO, AND CERAMIC TILE FLOORS 


Materials 
Floor Covering: The floor covering shall be Gold Seal Cork Tile. 
Adhesive: The adhesive for cementing Gold Seal Cork Tile 
to the underfloors shall be Gold Seal “Three-Thirty” Adhesive 
SU-330. 
Application of Materials 
Install Gold Seal Cork Tile by spreading Gold Seal “Three-Thirty” 
Adhesive with a fine notched trowel at a rate of approximately 120- 
150 square feet per gallon. Start at the established guide lines and 
spread an area as far as the arm can reach. Embed the tiles into the 
adhesive immediately. 
Each tile shall be properly fitted against the preceding tiles and 
shall not be forced into tight contact but merely allowed to drop 


into place. Care must be taken to see that all four edges of each tile 
are firmly in contact with the adhesive. Care shall be used to main- 
tain right angle lines in laying the tiles. The mechanic shall work 
from the uncovered floor as much as possible until the adhesive has 
set up enough to hold the tiles from sliding out of alignment. When 
necessary to walk or kneel on the newly installed tiles, make certain 
that alignment has not been changed. 

After an area of approximately 100 square feet has been covered 
with tiles, it shall be thoroughly rolled with a 150-pound roller in 
both directions to assure contact of the tiles and adhesive and to 
bring the edges of the tiles flush. 

At junctions with vertical surfaces, the tiles shall be carefully 
scribed so as to form a neat joint at these points. The tiles shall 
never be forced into place or laid under pressure. 


GOLD SEAL CORK TILE WALLS (1/8" AND 3/16") 


Materials 
Wall Covering: The wall covering shall be Gold Seal Cork Tile. 


Adhesive: The adhesive shall be Gold Seal Floor and Wall 
Paste SU-20. 


Application of Materials 


Starting at the established level horizontal guide lines the adhesive 
shall be spread over the wall with a fine notched flexible trowel 
covering approximately 150 square feet per gallon. Cover an area of 
not over 25 square feet and immediately embed the tiles in the 


adhesive. Each tile shall be fitted properly against the preceding tile. 
Care must be taken to see that all four edges of each tile are firmly 
in contact with the adhesive. Proper care shall be used to maintain 
right angle lines in setting the tiles. When the spread area has been 
covered with tiles, roll thoroughly with a rubber wall roller to assure 
contact of the tiles and adhesive and to bring the edges of the tiles 
flush. 

At junctions with projections from the wall and at floor and ceiling 
the tiles shall be carefully scribed and cut so as to form a neat joint 
at these places. The tiles shall never be forced into place or laid 
under pressure. 
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GOLD SEAL ASPHALT TILE 
SUSPENDED WOOD UNDERFLOORS 


Materials 
Floor Covering: The floor covering shall be Gold Seal Asphalt Tile. 


Lining Felt: The lining felt shall be Gold Seal Saturated Lin- 
ing Felt SU-10. 
Adhesive: The adhesive shall be Gold Seal All Purpose 


Emulsion SU-33. The adhesive for cementing Gold Seal Lining Felt 
shall be Gold Seal Floor and Wall Paste SU-20. 


Application of Materials 


Cover stripwood floors with Gold Seal Lining Felt. Lay the felt across 
the floorboards. Carefully butt all joints (do not lap). All cross joints 
shall be double-cut and staggered. The felt shall be fitted carefully to 
all vertical surfaces. The width of the first sheet of felt shall be 
adjusted so that the felt seams and the tile joints do not coincide. 


Underfloors finished with plywood can receive asphalt tiles direct. 

Spread Gold Seal Floor and Wall Paste at a rate of 120 to 150 
square feet per gallon with a fine notched trowel. Embed felt in the 
paste and roll in both directions with a 150-lb. roller to assure 
complete adhesion. 

Gold Seal All Purpose Emulsion shall be spread over the area to 
be covered with tiles. Use a notched trowel and spread at a rate of 
approximately 150 square feet per gallon. The spread adhesive shall 
be exposed until it has dried sufficiently to receive the asphalt tile. 
This waiting time is dependent on the temperature and relative hu- 
midity of the atmosphere at the installation. 

Installation of tiles can proceed when a tile laid in the adhesive 
will stick but not slide unless considerable side pressure is exerted. 
Under-exposed cement will allow tiles to slide and force cement up 
between tile joints. Over-exposed cement will not hold the tiles and 
must be avoided. 


GOLD SEAL ASPHALT TILE 
CONCRETE, TERRAZZO AND CERAMIC TILE FLOORS SUSPENDED, ON-GRADE, OR BELOW-GRADE 


Materials—Bulletin Boards: 
Floor Covering: The floor covering shall be Gold Seal Asphalt Tile. 
Adhesive: The adhesive for cementing the Asphalt Tile to 
concrete floors shall be Gold Seal All Purpose Emulsion SU-33. 
Application of Materials 


Gold Seal All Purpose Emulsion shall be spread over the area to be 
covered with Asphalt Tiles. Use a notched trowel and spread at a 


rate of approximately 150 square feet per gallon. 

The spread adhesive shall be exposed until it has dried sufficiently 
to receive the Asphalt Tile. This waiting time is dependent on the 
temperature and relative humidity of the atmosphere at the installa- 
tion. Installation of tile can proceed when a tile laid in the adhesive 
will stick but not slide unless considerable side pressure is exerted. 
Under-exposed cement will allow tiles to slide and force cement up 
between the joints. Over-exposed cement will not hold the tiles and 
must be avoided. 


GOLD SEAL BULLETIN BOARD CORK 


Materials 
The covering shall be Gold Seal Bulletin Board Cork. 


The adhesive for cementing the Bulletin Board Cork to walls shall 
be Gold Seal Floor & Wall Paste. When increased resistance to mois- 
ture is desired, Gold Seal “Three-Twenty” Adhesive shall be used. 


Wall Construction 


Walls to receive Gold Seal Bulletin Board Cork shall be: 

1. Good quality plaster with a white coat finish erected in such a 
manner that when dry they shall be firm, hard, and smooth. 

2. Brown coat to which cement has been added and which has been 
steel troweled to a smooth finish. 

3. Finished with patent plasters properly troweled to be firm, hard 
and smooth. 

4. Wallboards, such as U. S. Gypsum’s Recessed Edge Sheetrock, 
installed according to the manufacturer’s specifications. 


Wall Conditions 


Walls shall be smooth. Rough spots and trowel marks shall be sanded 
smooth with sandpaper. Cracks and identations shall be filled with 
a non-shrinking patching plaster compound and sanded to a smooth 
surface when dry. 

Walls shall be clean. Loose, scaly paint, water-soluble paint, or 
wallpaper shall be removed. 

Gloss-painted or enamel-painted walls shall be sanded with coarse 
sandpaper to provide a satisfactory bond. 

Walls shall be dry. Plaster walls shall be dry as tested by the 
by the Congoleum-Nairn Plaster Moisture Detector. 

Walls with exterior faces exposed to the elements or which are 
below grade are not approved under this specification for the installa- 


GOLD SEAL OFFERS TO ARCHITECTS ... 


tion of Gold Seal Bulletin Board Cork. Proper furring-out of the 
interior wall surface will provide an acceptable surface. 

Porous plaster walls and all wallboards shall be coated with Gold 
Seal Floor and Wall Sealer SU-60 to make them acceptable under 
this specification. 


Application of Materials 


The Bulletin Board Cork, Sealer and Adhesives must be stored in 
the original packages at not less than 70°F. for at least 24 hours 
before installation. A temperature of at least 70°F. shall be main- 
tained in the area receiving the installation for 24 hours prior to, 
during, and for 24 hours after the installation is complete. 

Gold Seal Floor & Wall Paste shall be used to install Gold Seal Bul- 
letin Board Cork on walls. When increased resistance to moisture is 
desired, Gold Seal “Three-Twenty” Adhesive shall be used. Starting 
at the established level horizontal guide lines, Gold Seal Adhesive 
shall be spread over the wall with a fine notched flexible trowel, 
covering approximately 110 square feet per gallon. Apply the Bulletin 
Board Cork to the spread area and roll thoroughly with a rubber 
wall roller to assure contact of the Bulletin Board Cork and adhesive. 
At junctions with projections from the wall and at floor and ceiling, 
the Bulletin Board Cork shall be carefully scribed and cut so as to 
form a neat joint at these places. The Bulletin Board Cork shall never 
be forced into place or laid under pressure. 


Cleaning of Walls 


Immediately after the installation is completed, the surface of the 
Bulletin Board Cork shall be cleaned thoroughly. Spots of adhesive 
can be removed with a damp cloth. Spots or smears of Gold Seal 
“Three-Twenty” Adhesive not readily removed with a damp cloth, 
can be removed by rubbing vigorously with a dry cloth. 


Gold Seal maintains a complete, professional information and advisory service. For full installation specifications, or recommendations on spe- 
cific job requirements, contact the nearest Gold Seal District Service Office, or write to Architects’ Service Department, Congoleum-Nairn Inc., 


Gold Seal Floors and Walls, Kearny, N. J. 


In-the-field consultation is also available to architects through the nationwide organization of Gold Seal Service Representatives. Contact your 


Gold Seal Service Center. 


SECTION II 


The following pages show patterns of Gold Seal Floors, Walls, & Countertops. Please refer to Page 3 in beginning of booklet for complete 


table of contents for this section. 
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Gold Seal Nairon Custom Tile 
%” Gauge Vinyl Plastic 






















Nairon Custom “Venetian” is for 
those who desire a luxurious vinyl 
floor whether in commercial or 
residential areas. The colors are 
clear and crisp and a high surface 
gloss makes this floor sparkle. It 
has excellent recovery from heavy 
loads and exceptional dimensional 
stability. 

Recommended Uses: Install 
below-grade, on-grade, above- 
grade, or over suspended concrete 
or wood (even over radiant heat). 
Sizes: 9” x 9 tile. 12” x 12” and 
18” x 18” made on special order. 
Specifications: Pages 20a and 
21a. Sec. 1. 

Federal Specifications: L-T-751 
(INT) Type II. 








The beauty and clarity of color in Nairon Custom full-thick vinyl 
holds for years and years. Highly resistant to acids, solvents, 
grease, oils and soaps. Nairon Custom also offers outstanding 
recovery from heavy loads and provides exceptional dimensional 
stability. 

Recommended Uses: Install — over on-grade, above-grade, or 
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Gold Seal Nairon Custom Tile 
ge” & .080” Gauge Vinyl Plastic 


below-grade concrete or ceramic tile floors and above-grade wood 
floors. Installation may be made over radiant heating. 

Sizes: 9” x 9” tile, 4%” & .080” gauges. 12” x 12” tile, 12” 
gauge made on special order.. 

Specifications: Pages 20a and 21a. Sec. 1. 

Federal Specifications: L-T-751 (INT) Type II. 
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Gold Seal Nairon Custom Tile—Con’t 


1/8” & .080’ Gauge Vinyl] Plastic 
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The finest in sheet vinyl floors! With 
the look of real terrazzo, Nairon De- 
Luxe sweeps from wall to wall in a 
dazzling expanse of mirror-like gloss. 
Seams virtually disappear in its tex- 
tured design. Exclusive “ClearCushion” 
backing provides outstanding flexibil- 
ity for easy installation . . . helps make 
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Gold Seal Nairon DeLuxe 
075” Gauge, 6 ft. wide Vinyl Plastic 


Nairon DeLuxe quiet and comfortable 
underfoot. 

Recommended Uses: Install directly 
on any above-grade floor of wood, con- 
crete, or ceramic tile—including those 
with radiant heat. 

Sizes: 6 ft. wide yard goods. 


Specifications: Page 21a. Sec. 1. 


Ne 
74 
= 
, 
i | 


“ 
nfs ¢ 


% Re 








: 








6a 





“‘Berylstone,” a vinyl plastic flooring, blends beautifully with 
any decor. “Berylstone” has a more glossy, smoother, easier- 
to-clean surface than has ever been possible with vinyl plas- 
tics of its type. 


Recommended Uses: May be installed on any above- 
grade floor of wood, concrete, or ceramic tile—including 


Gold Seal Nairon Standard ‘‘Berylstone’’ 
.063”” Gauge Vinyl Plastic, 6 ft. wide and 9x9” tile 


those with radiant heating. 9x’ tile may also be installed 
on-grade. 
Sizes: Available in 6 ft. wide yard goods and 9’’x9” tile. 
Specifications: Pages 21a and 22a. Sec. 1. 
Key: 2000 Series designates 6 ft. wide material 

B70 Series designates 9x’ tile 
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Gold Seal Nairon Standard & NaironTop 
.063"" Gauge Viny] Plastic, 9x9” tile, 6 ft., 30”, 36” & 42” By-the-Yard 


Recommended Uses: Nairon Stand- 
ard Yard Goods may be used over sus- 
pended wood, concrete and on smooth 
walls. NaironTop on sink tops, counter- 
tops, etc. Nairon Std. Tile — over on- 
grade concrete with or without radiant 
heating or over suspended concrete or 
wood and on smooth dry walls. 


Specifications: Pages 21a and 22a. 
Sec. 1. 


Sizes: Key: 3000 Series—NaironTop 
in 30’, 36” & 42” widths 
2000 Series — 6 ft. wide 
Yard Goods 
PT Series—9’x9” tile 





2000, PTO] 3002, PTO2 2004, PTO4 
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Gold Seal NaironTop ‘‘Viscount’ 
.063” Gauge Vinyl Plastic, 27’, 36” & 45” wide 


This Gold Seal vinyl plastic brings new beauty and easy food and beverage stains . . . is unaffected by alkalies and 
care to counter-tops, sink-tops and other work surfaces. soaps. Available in 27”, 36” and 45” widths for counters, 
Color correlated with Gold Seal flooring products—Nairon- sink-tops, splash-boards and tables—as well as door facings, 
Top makes it easy to personalize an entire room. NaironTop work area tops and wainscoting. 

is easy to clean and its smooth, non-porous surface seals out Specifications: Page 21a. Sec. 1. 
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“Brushwood” is a new, and exclusive design in rugged, all- 
purpose 1/16” Vinyl Asbestos Tile. The natural wood effect 
does wonders in game rooms, family rooms, kitchens—for 
any room in the house. “Brushwood” is tough and flexible 
—providing good resistance to indentation from furniture. 


Recommended Uses: For installation on, above, and be- 
low grade. 

Size: 9x9” tile, 1/16” gauge only 

Specifications: Page 22a. Sec. 1. 
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Gold Seal Vinylbest Tile, Brushwood 


1/16” Gauge only 
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Gold Seal Vinylbest Tile 1/8” and 1/16" gauges 


Gold Seal Vinylbest Tile can be used on every floor from 
basement to attic in homes, offices or institutions. Its out- 
standing resistance to moisture makes it ideal for installa- 
tion on cement as well as wood underfloors. 


Recommended Uses: 
Install on, above, or below 
erade. 

Size: 9x9” tiles—1/8” 
and 1/16” gauges. 
Specifications: Page 
22a. Sec. |. 

Federal Specifications: 
L-T-751 (INT) Type 1 
1/8” 
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It is made for commercial, industrial and institutional in- 
stallations in 14” gauge — pattern nos. VA11 to VA25 
inclusive; and for residential installation in 1/16” gauge 
Pattern nos. VA611, VA612, VA613, VA616, VA619, 
and VA675-V A682 inclusive. 
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Gold Seal Vinylbest Tile—Con’t 
1/8” and 1/16” gauges 
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Gold Seal Cork Tile 1/8” and 3/16” gauges 


Gold Seal Cork Tile makes a long-wearing floor and wall 
covering for both residential and restricted commercial in- 
stallations. Its quiet, dignified beauty makes it appropriate 
for living and bedroom areas as well as for offices, recep- 
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tion rooms, churches, libraries and shops. 
Gold Seal Cork Tile is exceptionally resilient and comfort- 
able underfoot . . . minimizes floor noise and foot fatigue. 


Recommended Uses: For on and above grade installa- 
Pg Bi SS. RE ae tion on floors and walls in 
residential and _ restricted 
commercial areas. 
Sizes: 67x12”, 9x9’, 
Tox 27 Sand 37410, 
gauges, Light, Medium 
and Dark Tones, beveled 
or square edge. 
Specifications: Page 
23a. Sec. 1. 
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Styled to meet every decorative theme, 
Gold Seal Rubber Tile is manufac- 
tured in a handsome array of colors. 
It is ideal for either residential or 
commercial use. Maximum comfort is 
assured underfoot because of the out- 
standing resilience of this product, 
which also aids materially in the 
control of disturbing floor noises. 


For home or business, or for living 
room or office, quiet, long-wearing 
Gold Seal Rubber Tile permits ex- 


quisite color and design combinations. 


Recommended Uses: For installa- 
tion over on-grade concrete or over 
suspended concrete and wood under- 
floors. 


Size: 9” x 9” HR series—!4” gauge 
SR series—.080” gauge 


Specifications: Page 22a. Sec. 1. 


Federal Specifications: ZZ-T-301A 
1” gauge 
None .080” gauge 
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Gold Seal Rubber Tile 
eh” & .080” Gauges 
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Gold Seal Rubber Tile (Cont'd) 
%e”& .080” Gauges 
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Gold Seal Rubber Top Set Cove Base 


A universal base for use with all types of floor cover- 
ing. Gold Seal Rubber Top Set Cove Base is designed 
for easy installation over the finished floor covering. 
The great flexibility of the cove base permits one-piece 
installation around inside corners, and overcomes 
normal irregularities in floor and wall surfaces. Pre- 
fabricated outside corners, for use with Gold Seal 
Rubber Top Set Cove Base, are recommended for neat 
outside corner installation. Corner pieces match cove 





base in height and contour. TS 5 Ie 1) se. 
4” and 6” high “ and 6 
high 
Packed: 180 lin. ft. 
per ctn, Packed: 20 
(36 pieces-5 ft. long) Ree 


per ctn. 
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A colorful new Gold Seal Asphalt Tile line that combines 
uniform consistency of decoration with clearer, cleaner 
colors never before available in this material, Especially 
manufactured to withstand the alkaline moisture common 


to basements and other areas where concrete floors are on 
or below grade. 





Gold Seal Asphalt Tile 
1/8” and 3/16” Gauges 


Recommended Uses: May be installed on, below or 
above grade concrete or over suspended wood underfloors. 
Sizes: 9x9” tile in 1/8” or 3/16” gauges, 

MA2 and MA5 made in 18”x24” size for borders. 
Specifications: Page 
24a. Sec. 1. 


Federal Specifications: 
SS-T-306B 





Gold Seal ‘‘Design X”’ Inlaid Linoleum 
Standard Gauge 6° wide By-the-Yard & 9x9" Tile 


“Design X” is decorator fashioned to 
go with all residential interiors what- 
ever style or period. A beautiful inlaid 
linoleum of the finest grade, featuring 


a non-directional pattern that is sharp 
and definite. The exclusive Gold Seal 


SuperF lex backing gives extra flexibil- 
ity and strength. No extra lining felt is 
needed, cutting installation time and 
cost, 






T102, X2 





T108, X8 


Recommended Uses: For residential 
installation over suspended wood or 
suspended concrete underfloors. 
Sizes: 6’ wide yd. goods, 9x9” tile, 
Standard and Light Gauges. 
Key: T Series—6’ wide yd. goods 

X Series—9”x9” tile 
Specifications: Pages 19a. and 20a. 
Sec. 1. 
Federal Specifications: LLL-F-471 
and Amend. #1, Type 1, Class A, 
Grade B. 


T109, X9 


T110, X10 
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Inlaid Linoleum in 9x9’ Tile, Standard & Light Gauge and 
A’x27” & 4x36” Planks, Light Gauge only, All the advan- 
tages of time proven inlaid linoleum in a new random plank 
design made up of 4x27” and 4x36” sizes that assure a 
random floor with no repeats. Also available in 9x9” tile. 








Std. Gauge CC8 


SiduGabqeiGGs 
Lt. Gauge WL8 


Lt. Gauge WL6 









Lt. Gauge, No. 1 


Equal parts of light and dark in both 4x27” & 4°«36” 
sizes to carton of 42 sq. ft. 


Wood Hues Plank 





Gold Seal ‘‘Woodhues”’ Inlaid Linoleum 
Std. & Lt. Gauges 9x9” Tile, and Lt. Gauge Planks 


Recommended Uses: May be installed in planks or tile 
over above-grade floor of wood, concrete or ceramic tile—in- 
cluding those with radiant heating. 


Specifications: Page 20a. Sec. 1. 
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Gold Seal ‘‘SunRay”’ Inlaid Linoleum 


Std. & Lt. Gauges, 6’ wide By-the-Yard and 9°x9" Tiles 


gauge. E400 Series — 6’ 
wide, It. gauge. El Series — 
9”x9” tile, std. gauge. EL1 
Series—9”x9” tile, It. gauge. 
Specifications: 


“SunRay” has a surface so smooth, 
so dense that stains just can’t take 
hold. Dirt, grime, film wipe instantly 
away. 

Recommended Uses: Gold Seal 
“SunRay” in std. or It. gauge may 
be installed on any above-grade floor 
of wood, concrete or ceramic tile. 


Key: E600 Series — 6 wide, std. 


20a2Sec. 1, 
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E605, E405, E5 


Pages 


Federal Specifications: LLL-F- 
471 & Amend. #1, Type 1, Class A, 
Grade B, Std. Gauge. 


E606, E406, E6, EL6 
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E601, £401, El, EL] 





E607, E407, E7, EL7 


Gold Seal ‘‘SunRay”’ Inlaid Linoleum—Con’t 
Std. & Lt. Gauges, 6° wide By-t rd and 9x9” Tiles 
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Gold Seal ‘‘Glitter’’ Inlaid Linoleum 
Lt. & Std. Gauge 6’ wide and 9x9” Tile 


Exciting new “Glitter” needs no matching and the interest- Recommended Uses: May be installed over any above- 
ing pattern hides soiling and scuffing. Easy to keep clean . . . grade floor of wood, concrete or ceramic tile—including 


the dense smooth surface won’t let dirt and grime take hold. those with radiant heating. 
Federal Specifications: Std. Gauge — LLL-F-471 & 
Amend. #1 Type 1, Class A, Grade B. 
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‘Glitter’? now also available in Lt. Gauge 6’ wide & 9” x 9” Tile. 


Gold Seal Plain Linoleum 
Std. Gauge 6’ wide 
Federal Specifications: LLL-F- 


471 & Amend. #1, Type 1, Class A, oe 


Grade B. 1605 1627 








Recommended Uses: For instal- 
lation over suspended wood, or sus- 
pended concrete floors. 

Size: 6’ wide yard goods, 

Gauge: Standard. 

Specifications: Page 19a. Sec. 1. 
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A soft, cloud-like decoration in 6’ wide inlaid linoleum offers 
new and unusual tones blended together in a distinctive dec- 
oration with the quiet elegance of marble. Made in both stand- 
ard and light-weight gauges, this pattern gives you a long- 
wearing floor even at budget prices. The smooth surface seals 
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1452, 1352 1453, 1353. 


Gold Seal Skytone Inlaid Linoleum 
Standard & Light Gauge—6’ wide 


out dirt and resists staining—is easy to keep fresh and new 

looking. 

Recommended Uses: Gold Seal “Skytone” Inlaid Linoleum 

may be installed over any above-grade floor of wood, concrete 

or ceramic tile—including those with radiant heating. May be 
used on walls—according to specifications. 


Speci fications : 
Pages 19a and 20a. Sec. 1. 


Federal Specifications: 


LLL-F-471 & Amend. #1, Type 1, 
Class A, Grade B, Standard Gauge. 


Key: 1400 Series—Std. gauge. 
1300 Series—Lt. gauge. 





1454, 1354 


Gold Seal Battleship Linoleum 1/8” Gauge, Burlap Back 


Gold Seal Battleship Linoleum is a recognized standard of the 
finest quality for commercial and institutional floors, which 
provides true resilience and long life. This flooring is manufac- 
tured on a tough, woven burlap back for greater strength and 
ease of handling. The use of fine ground cork particles provides 
this product with extra resilience and durability. 


Recommended Uses: Over suspended wood or concrete 
floors. 


Specifications: Page 19a. Sec. 1. 
Federal Specifications: LLL-L351B (1) 





1000 1001 1002 
1003 1004 1005 
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Gold Seal Sequin Inlaid Linoleum 
1/8” Gauge Burlap Back and Std. Gauge SuperFlex Back 





This pattern offers you wall-to-wall beauty in a modern tex- dirt, grease and spills—and the practical over-all pattern hides 
tured look for residential or commercial interiors, The back- scuffs. . . has the rich look of terrazzo. 
ground shades and vibrant flecks of color in the over-all design Made for residential use in standard gauge, on exclusive 
are styled to compliment any decorative scheme. It’s easy to “SuperFlex” backing or 1/8” gauge on burlap backing for 
care for, too . . . its dense, smooth surface is sealed to resist commercial, institutional or business installations. 
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Recommended Uses: Over suspended 
wood, or suspended concrete floors. 


Size: 6’ wide yard goods. 
Specifications: Page 19a. Sec. 1. 
Federal Specifications: LLL-L-367. 
Key: 300 Series, 1/8” gauge 

700 Series, Standard gauge 
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This fine floor covering has an outstanding record of proven 
service . . . for undiminished beauty through years of wear. 
Available in 1/8” gauge, with burlap back—this material is 
exceptionally rugged. High resiliency muffles floor noise . . . 
and it is quiet and comfortable underfoot. Subtle colorings 
are inlaid—stays beautiful even as it wears . . . dense, smooth 
surface seals out dirt and resists stains . . . takes less time and 
effort to clean. 


Gold Seal Veltone Inlaid Linoleum 
1/8” Gauge 6’ wide By-the-Yard—Burlap Back 


Recommended Uses: For installation over suspended wood, 
or suspended concrete under-floors. 


Size: 6’ wide yd. goods. 
Specifications: Page 19a. Sec. 1. 
Federal Specifications : LLL-L-367 





Gold Seal Static-Conductive Linoleum 
%’”’ Gauge Inlaid - Burlap Back 
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A Safe Operating Room Floor 


Gold Seal Static-Conductive Linoleum is a special type 
of linoleum containing electrically conductive ingre- 
dients. It is manufactured under very careful laboratory 
control for the express purpose of dissipating static 
electricity which would otherwise present an explosion 
hazard in surgical wards, arsenals, powder plants and 
other commercial areas. This special flooring is the only 
linoleum material of its type manufactured. 

Gold Seal Static-Conductive Linoleum carries the 
approval of the Underwriter’s Laboratory Inc. It meets 
all the requirements of the National Fire Protection 
Association which establishes recommended practices 
for operating rooms—and the specifications of the U. S. 
Ordnance Department Safety Bulletin for electrical 
conductivity. In this regard it is important to note that 
in addition to the requirement for maximum resistance 
there is also a specified minimum resistance. This re- 
quirement is essential to protect personnel against shock 
which might be caused by the shorted flow of electricity 
from lighting or power circuits. 

In addition to being a safe conductor of static elec- 
tricity, this top quality resilient flooring is sanitary, 


Chilton Memorial Hospital, Pompton Plains, New Jersey 


durable and highly flexible. Because it is a factory manufac- wood or suspended concrete underfloors in hospitals, No. 
tured conductive floor, there is no guess work in “on the CLSU, arsenals, powder plants and similar areas, No. CLSG. 
job mixing” to secure the proper electrical resistance, but a Also recommended for all paper-coating and printing plants 
rigidly controlled and tested finished product shipped by a to dissipate generated static charges, No. CL5G. 

responsible manufacturer. Size: 6' wide yd. goods. Color: black. 
Recommended Uses: For installation over suspended Federal Specifications: LLL-L-367. 


Gold Seal Desk Top Linoleum 
2mm and 3mm Gauges 


Gold Seal Desk Top Linoleum is a long wearing linoleum eye strain and fatigue. 

covering for desks and office equipment. The smooth surface Size: 6’ wide yd. goods. 

of this product makes an excellent working base for pen and Federal Specifications: 2mm Gauge (.080") LLL-L-354 
pencil. Its soft color tones help control glare... eliminate (1). 3mm Gauge (.118”) none. 





1701F 3mm Gauge Brown 1702F 3mm Gauge Olive Green 1705F 3mm Gauge Dark Green 





1707F 3mm Gauge Gray 1723 2mm Gauge Platinum Gray 1724 2mm Gauge Navy Gray 





1726 2mm Gauge Hunter Green 1729 2mm Gauge Desert Sand 1730 2mm Gauge Java Brown 
19a 
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Gold Seal Bulletin Board Cork 
1/4” & 1/8” Gauge, Burlap Back 


Gold Seal Bulletin Board Cork has been manufac- 
tured for almost half a century, and is the oldest and 
therefore the most proven bulletin board cork on the 
market. Eight distinctive colors designed for light 
reflectance for restful vision and to reduce fatigue. 
For rugged use . . . the composition withstands thumb- 


Pattern 


No. 
BC2 
BC4 
BC6 
BC8 


tack perforations and maintains its original appear- 
ance for years. A linseed oil binder provides a firm 
locking-in of cork and pigments . . . avoiding pickout. 


Federal Specifications: 14” gauge—NONE; Lies 
gauge—MIL-C-15116B 
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GOLD SEAL BULLETIN BOARD CORK WIDTHS 


%4’’ Gauge 
73” and 49” 
73” only 
73” and 49” 
73” and 49” 


Ye’’ Gauge 
73” and 49” 
Not made 


Not made 
73” and 49” 





Pattern 

No. Y4’’ Gauge %_’’ Gauge 

BC10 73” and 49” 73” and 49” 

BC12 73” only Not made BAVLNT 
BC14 73” only Not made Pass 
BC16 73” only Not made ners yaa 





SHOWROOMS AND SERVICE CENTERS 


CHICAGO 54, ILLINOIS 
13-100 Merchandise Mart 


ATLANTA 3, GA. 
Bank of Georgia Bldg., 
1430 W. Peachtree Street, N.W. 


BOSTON, MASS. 
Room 402 
137 Newberry Street 


CHICAGO 54, ILL. 
13-100 Merchandise Mart 


CINCINNATI 37, OHIO 
Roger Building 
1720 Section Road 


CLEVELAND, OHIO 
4317 Chester Avenue 


DALLAS 1, TEXAS 
Suite 210 
1330 No. Industrial Boulevard 


Visit the Gold Seal Displays: 


THE ARCHITECT SAMPLE CORPORATION 


101 Park Ave., New York City 


NEW YORK 16, NEW YORK 
295 Fifth Avenue 


SAN FRANCISCO 3, CALIFORNIA 


1355 Market Street 


DISTRICT SERVICE OFFICES 


KANSAS CITY 6, MO. 
Uptown Theater Building 
3706 Broadway 


LOS ANGELES 57, CALIF. 
Suite 26 
672 S. Lafayette Park Place 


MINNEAPOLIS 16, MINN. 
Resop Building 
4221 Excelsior Building 


NEW YORK 16, N.Y. 
295 Fifth Avenue 


PHILADELPHIA 31, PA. 
City Line Centre 
77th Street & City Line Avenue 


SAN FRANCISCO 3, CALIF. 
1355 Market Street 


CONGOLEUM-NAIRN INC. 


Kearny, N. J. Copr. 1956 


NATIONAL HOUSING CENTER 


1625 L Street, N. W. 
Washington, D. C. 
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= FOR THE LOOK THATS YEARS AHEAD 


FOR HOME BUSINESS © INSTITUTIONS 


BY THE YARD AND TILES 
Inlaid Linoleum . Nairon® Plastics 
Vinylbest* Tile . Cork Tile 
Rubber Tile . Asphalt Tile 


PRINTED FLOOR AND WALL COVERINGS 
Forecast® Vinyl . Congoleum® 
and Congowall® 


Satisfaction guaranteed or your money back. 


*Trademark 
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